g -

AD-A009 594

EXTENDED SCEPTRE. VOLUME I. USER'S
MANUAL

David Becker

GTE Sylvania, Incorporated

Prepared for:
Defense Nuclear Agency
Air Force Weapons Laboratory

December 1974

DISTRIBUTED BY:

National Technical Information Service
U. S. DEPARTMENT OF COMMERCE

ﬁz

f



UNCLASSIFIED

SECURITY CLASSIFICATION OF HIS PAGE (When Dete Entered)

REPORT DOCUMENTATION PAGE BEF%?&"C%‘,%;&%T,}Q":ORM
[T, REPORT NUMBER 2. GOVT ACCESSION NOJ 3. RECIPIENT'S CATALOG NUMBER
AFWL-TR-73-75, Vol. I ADA
4. TITLE (and Sultitle) 5. TYPE OF REPORT & PERIOD COVERED
Final Report
EXTENDED SCEPTRE 15 May 1972 - 30 June 1974
vo-lume I - USG?‘S Manua] 6. PERFORMING ORG. REPORT NUMBER
7. AUTHOR(s) 8. CONTRACT OR GRANT NUMBER(s)
David Becker F29601-72-C-0093
$. PERFORMING ORGANIZATION NAME AND ADDRESS 10. ::gﬁROA;‘OERLKEGEINTT'NPU':‘OBJEESST' TASK
Project No. WDNE, Task 21
GTE Sylvania, Inc. 2
Needham Heights, MA 02194 QiR El Tt senei
11, CONTROLLING OFFICE NAME AND ADDRESS 12. REPORT DATE

December 1974

13. NUMBER OF PAGES

Deferse Nuclear Agency

Washington, DC 20305 258
. MONITORING AGENCY NAME & ADDRESS(/! different from Controlling Office) 15. SECURITY CLASS. (of this teport)
. UNCLASSIFIED
Air Force Weapons Laboratory T8a, DECLASSIFICATION/ DOWNGRADING
SCHEDULE

Kirtland Air Force Base, NM 87117

16. DISTRIBUTION STATEMENT (of this Report)

Approved for public release; distribution unlimited.

17. DISTRIBUTION STATEMENT (of the abatract entered in Black 20, If different trom Keport)

DDC
e MY
18. SUPPLEMENTARY NOTES U< AR 8 1975

Reproduced by

NATIONAL TECHNICAL

INFORMATION SERVICE AGISHTEY
D —

==

US Department of Commerce
Springlield, VA. 22181

19. KEY WORDS (Continue on reverse side il necessary and identily by block number)

SCEPTRE transient response
computer-aided analysis

radiation

simulation

20. ABSTRACT (Continue on reverse alde if necessary and identify by block number)

Volume of the SCEPTRE Handbook contains the user's information for the SCEPTRE
Circuit Analysis Program. The formulation and theory implemented by this pro-
gram are discussed in volume II. Volumes I and II both contain the material
from the previous issue of the SCEPTRE Manual (AFWL-TR-69-77, volume I plus its
supplement, and AFWL-TR-72-77) as well as the new material necessary to cover
the six 1973 additions to the program. These additions are: Four DC features;
Monte Carlo, Sensitivity, Worst Case and Optimization; and AC Analysis (OVER)

DD ,55n", 1473  E0iTION OF 1 NOV 65 15 OBSOLETE UNCLASSIFIED

L

SECURITY CLASSIFICATION OF THIS PAGE (When Data Entered)



UNCLASSIFIED

SECURITY CLASSIFICATION OF T1HIS PAGE(When Data Entered)

ABSTRACT (Cont'd)

Capability; and one transient analysis feature, Convolution. Volume I covers
circuit preparation and entry and describes the use of the special program
options, including: Stored model; re-output, continue and rerun; the sub-
program capability; and the various print and plot options. Examples of the
use of the old and new features are given. Separate chapters contain system
information for using SCEPTRE on the 7090/94 and S/360 machines. CDC 6600
system information and additional notes to the user are contained in voluem I,
appendixes G and H respectively.

UNCLASSIFIED

SECURITY CLASSIFICATION OF THIS PAGE(When Date Entered)




AFWL-TR-73-75, Vol. I

This final report was prepared by the GTE Sylvania, Inc., Needham Heights,
Massachusetts, under Contract F29601-72-(-0093, Job Order WDNE2101ZCZ with the
Air Force Weapons Laboratory, Kirtland Air Force Base, New Mexico. Mr. A, Brent
White (ELP) was the Laboratory Project Officer-in-Charge.

When US Government drawings, specifications, or other data are used for any
purpose other than a definitely related Government procurement operation, the
Government thereby incurs no responsibility nor any obligation whatsoever, and
the fact that the Government may have formulated, furnished, or in any way sup-
plied the said drawings, specifications, or other data, is not to be regarded
by implication or otherwise, as in any manner licensing the holder or any other
person or corporation, or conveying any rights or permgssion to manufacture, use,
or sell any patented invention that may in any way be Related thereto.

This technical report has been reviewed and is app™yed for publication.
» \
QR Gt ey

A. BRENT WHITE
Project Officer

FOR THE COMMANDER

X ;?V‘ﬂ’" Sy Yam

GORDON G. WEPFE JOHN W. SWAN

Lt Colonel, USAF Colonel, USAF

Chief, Phenomenology and Chief, Electronics Division
Technology Branch

_ACCESSIon_for
13
wTIS White Sostta
0oc Bat! Saction )
UNANNDUNCED 0

JU3TIRICATION

----- L R

B,
DISTRIBLTION/AVAILABILITY CooEs

o UM VAL wnd o SPERIAL

i

DO NOT RETURN THIS COPY. RETAIN OR DESTROY.

1t

—
T S A A Y 150 U i .

-ON’-
; v
1l :
e ¢

g, B =



Section

II

TABLE OF CONTENTS

INTRODUCTION

1.1 SCEPTRE Capabilities
1.2 Handbook Coverage
1.3 Input Data Example

SCEPTRE USE

2.1 Circuit Preparation

2.2 Preparing the SCEPTRE Input Data
2.2.1 Headings and Subheadings
2.2,2 Elements

2.2.2,1 Mutual Inductance
2.2.2 Source Derivatives
«2.2.3 Elements with Bounds
2.2.2.4 AC Sources

2.2.3 Defined Parameters
2.2.3.1 Real Valued Defined Parameters

NN
.

2.2.3.2 Real Valued Defined Parameters with Bounds
2.2.3.3 Real Valued Defined Parameters Total

Differentials

2.2.3.4 Complex Valued Defined Parameters

2.2,4 Outputs

2.2.4.1 Tabular Form

2,.2.4.2 Plotted Form

2.2.4.3 Composite Plots

2.2.4.4 Convolution Outputs
2.2.4.5 AC Outputs

2.2,5 1Initial Conditions

2.2.5.1 Manual Initial Conditions
2,2.5,2 Automatic Initial Conditions

2,2.6 Functions

2.2.6.1 Equation Definition Sequence
2.2.6.2 Tabular Definition 3equence

2.2.7 Run Controls

2,2.7.1 Run Limits
2,2.,7.2 Start Time
2.2.7.3 Integration Routine

iC

Page

NN =

A O &

16
17
19

20

20
20

21
22

22

22
23
25
26
26

27
27

"
<

29

29
32

35

35
35
35



Section

2.3

2.4

2.2.8
2.2.9
2.2.10

Stored
2.3.1

2.3.2
2.3.3

2.3.4
2.3.5

TABLE OF CONTENTS (Continied)

2,2,7.4 Minimum Step Size

2,2,7,5 Maximum Step Size

2.2,7.6 Starting Step Size

2.2.7.7 Error Criteria

2.2.7.8 Mode of Analysis

2.2.7.9 Convergence of the Newton-Raphson Routine
2.2,7,10 Output Control

2.2.7.11 Automatic Termination of Transient Runs
2.2.7.12 Computer Save Intarnal

2,2.7.13 Run Controls for DC Options

2.2.7.14 Convolution Run Controls

2,2,7.15 Run Controls for AC Analysis

2.2,7.16 Additional Run Controls

DC Options
Program Limits
Vectorized Notation

Model Feature
Transistor Model Insertion

2.3.1.1 Permanent Storage
2.3.1.2 Temporary Storage

N Terminal Model Storage
Changes to a Stored Model

2.3.3.1 Changes in Elements or Defined Parameters
2,3.3.2 Changes in Outputs

2.3.3.3 Changes in Functions

2,3.3.4 Multiple Changes

Initial Conditions for a Stored Model
Model Deletion

Rerun Feature

2.4,1

General Usage

2.4.1.1 Elements Under Rerun

.1.2 Defined Parameters Under Rerun

.L+3 Bounds on Elements and Defined Parameters
in Reruns

4 1Initial Conditions Under Rerun

5 Functions Under Rerun

6 Run Controls Under Rerun

2.4
2.4

ii

Page

38
39
39
39
39
42
43
44
45
45
48
50
51

51
55
57

58
59

59
61

61
62

62
63
64
64

64
65

65
65

65
65

66
66
66
67



Section

2,5

2.6
2.7

2.8

2.9

8.1
3.2

3.3

4.1
4.2
4'3

4.4

3.4
IV. EXAMPLES OF SCEPTRE USE

TABLE OF CONTENTS (Continued)

2.4,2 Limitations of the Rerun Feature

2,4,2,1 Output

.4.2,2 Element Form

.2.3 Rerun Mode of Analysis
92

2
2
2 .4 Rerun with Stored Models

N
4
Continue Feature

2.5.1 General Usage

2.5.2 Limitations on the Continue Feature

Re-Qutput Feature

Subprogram Capability
2.7.1 Subprogram Insertion
2.7.2 Subprogram with Models

Additional Output and Control
2.8.1 SIMUL8 Program Data
2.8.2 No Element Sort

2.8.3 Matrix Printouts

2.8.4 Nodal Listing

2.8.5 AC Matrix Outputs

Error Diagnostics

IITI, EQUIVALENT CIRCUITS AND ASSOCIATED NUTATION

Diodes
Transistors (Large Signal Equivalent)

Transistors (Small Signal Equivalent)
Insertion of Basic Radiation Effects

Example 1 - Inverter Circuit Loaded with RC Network

Example 2 - Transformer Coupled Amplifier

Example 3 - Darlington Pair

Example 4 - Use of Small Signal Equivalent Circuit

iii

Page
68

68
68
69
72

73

74
74

75
78
79

79
79
79
80
80
80

81
90
90
92

98
100
105

105
114

120

124



Section

VI.

TABLE OF CONTENTS (Continued)
Page

4.5 Example 5 - Solution of Simultaneous Differential Equations 126

4,6 Convolution Example 132
4.6.1 General 132
4,6.2 Convolution Impedance Mode 132
4.6.3 Convolution Admittance Mode 134
4.6.4 Sample Problem 134

4,7 Example 7 - Use of Monte Carlo 141

4.8 Example 8 - Use of Sensitivity 141

4.9 Example 9 - Use of Worst-Case 146

4 .10 Example 10 - Use of Optimization 146

4.11 Example 11 - Use of AC Analysis 151

4.12 Example 12 - Transfer Function Simulation 153

TOPOLOGICAL RESTRICTIONS ON SCEPTRE 163

5.1 Restrictions on AC, Transieut and Initial Condition

Solutions 163

5.2 Restrictions on Initial Condition Solutions 163

5.3 Computational Delay 165

7090/94 SYSTEM INFORMATION 166

6.1 Machine Requirements 166

6.2 System Dissemination 167

6.3 System Library Tape 167
6.3.1 Program Object (Binary) Deck 167
6.3.2 Program Source Deck 167

6.4 Program Control Deck 169

6.5 Typical Input Decks 177
6.5.1 Model Descriptions 177
6.5.2 Circuit Description 178
6.5.3 Continue 178
6.5.4 Re-Output Mode 179

iv



Section

VII.

6.6

6.7

6.8

6.9

TABLE OF CONTENTS (Continued)

6.5.5 Model Description - Circuit Description

Operating Instructions
6.6.1 Tape Instructions

6.6.2 Termination Procedure

System Features
6.7.1 System Clock
6.7.2 Tapes

Internal Tarameters

Program Debug Output

S/360 SYSTEM INFORMATION

7.1
7.2

7.3

7.4

7.5

7.6

Machine Requirements
System Dissemination and Tape Conversion

System Library Tape
7.3.1 Program Object Deck

7.3.2 Program Source Deck

Program Control Deck

7.4.1 Deck Make-Up

7.4.2 Program Control Deck Changes
7.4.3 Data Sets

7.4.3.1 Output Save
7.4.3.2 Program Save and Data Save
7.4.3.3 Model Library

Typical Input Deck

7.5.1 Model Description

7.5.2 Circuit Description

7.5.3 Continue

7.5.4 Re-Output Mode

7.5.5 Model Description - Circuit Description

Operating Instructions

Page
180

180
181
181

181
181
181

182

182

186
186
186

189
189
189

190
190
190
194
194
195
196
196
197
197
198
198
198

198



r————

TABLE OF CONTENTS (Continued)

Section Page

7.7 Termination Procedure 198

7.8 Internal Parameters 199

7.9 Program Debug Output 199
Appendices

A SPECIAL OPTIONS IN INITIAL CONDITIONS COMPUTATION 200

A-1 Initial Conditions Computation Via Translent Analysis 200

A-2 Reruns with the DC Algorithm 202

A-3 Optional Initial Conditions for Transient Reruns 204

B SPECIFIED PRINT INTERVAL 205

C COMPOSITE PLOTS 206

D NODAL LISTINGS 208

E DIFFERENTIAL EQUATTION IDENTIFICATION 210

F CONVOLUTION ANALYSIS 212

F.1 Introduction 212

F.2 Mixed-Domain Approach 212

F.3 Network Situations for Which the Convolution 214

Analysis May Apply

F.4 Integration Routine 214

F.5 Impedance Model 216

F.6 Admittance Model 218

F.7 Storing Impulse Response Functions 220

G CDC 6600 SVSTEM SUPPLEMENT 222

H NOTES TO SCEPTRE USER 226
References 232
Subject Index 233

vi



P e chidiia 2o

S

Figure

LoOoNOTLBEEWNE

Sample Circuit

SCEPTRE Version

Circuit in SCEPTRE Form

Mutual Inductance Polarities

Configurations That Require Source Derivatives
Voltage Polarity and Current Direction

TABLE ERIN Values as a Function of Time
Example of the Stored Model Feature of SCEPTRE
Tables In Rerun

Pulse Train

Input Processor Error Messages

General Diode Model

SCEPTRE Diode Representation

Alternate SCEPTRE Diode Representation

Basic Ebers-Moll Transistor Equivalent Circuits
SCEPTRE Ebers-Moll Representations

Alternate Ebers-Moll Representation

Low Frequency H Parameter Model

SCEPTRE Representation of H Parameter Model
Voltage Dependent Primary Photocurrent
Capacitor Radiation Equivalent Circuit

Example 1 Schematic Diagram
Example 1 SCEPTRE Form
Example 1 Output Listing
Example 1 Printer Plot Output
Example 1 Rerun 1

Example 1 Rerun 2

Example 2 Schematic

Example 2 SCEPTRE Form

Transient Analysis Wesults - Example 2

Plot of VL1 versus Time

Plot of VL2 versus Time

Example 3 Schematic Diagram

Example 3 SCEPTRE Form

Example 3 Output Listings

Model Listing for Example 3

Example 4 - Schematic Diagram

Low-Frequency H-Parameter Equivalent Circuit

Example 4 - SCEPTRE Form

Plot of VRL1 versus Time

Plot of VRL2 versus Time

Example 5 Jutput Listing

Convolution Mode Interface

Convolution Representation Using Series
Impedance Elements

Convolution Representation Using Parallel
Admittance Elements

Convolution Sample Problem Reference Schematic

vii

3
#
[

e e R ARSI K AU Ao ]



Convolution Reference Example Description

Convolution Reference Example Qutput

Convolution Example, Impedance Model Schematic

Convolution Example, Impedance Model Description

Convolution Sample Problem Output

Monte Carlo Example Description

Monte Carlo Example Outpits

Sensitivity Example Description

Sensitivity Example Jutput

Worst-Case Example Description

Worst-Case Example Outputs

Optimization Example Description

Optimization Example Outputs

Schematic - AC Example

Example Schematic For IC and AC Run

AC Example Initial Conditions Output

AC Example, Tabular Output

AC Example Nyquist Plot

A Transfer Function Block and the Equivalent
SCEPTRE Representation

Voltage Source Loop

Current Source Cut Sets

Voltage Source - Inductor Loop

Current Source - Capacitor Cut Set

UTIL Program Deck

SCEPTRE 7094 System Subroutines

SCEPTRE 7094 Program Control Deck

Model Description Mcde

Circuit Description Mode

Continue Mode

Re-Output Mode

Combined Model and Circuit Description Mode
Conversion from 7-Track to 9-Track Tape
UTIL Program Deck

SCEPTRE S/360 System Subroutines

SCEPTRE S/360 Program Control Deck

Circuit Description Mode

Composite Plot Example

Circuit to Illustrate a Modal Listing
Network to Illustrate Differential Equation
Identification

Separation of Linear and Non-Linear Sub-Networks
Impedance Model

Admittance Model

Ammeter-voltmeter Elements

viii



I
¥

compen

ey e S

Table

II
I1I
v

VI
VII
VIII
IX

XI
XI1

XIII
A-1

Units for High-Speed Transistorized Circuits
Entries Under Elements

Functions of Real and Complex Arguments
Default Run Control Quantities in SCEPTRE

Run Controls for Specifying Mode of Analysis
Additional Run Controls

Dependent Variables in DC Calculations
Independent Variables* in DC Calculations
Program Data Limits

Maximum Alphanumeric Character Lengths Allowed

SCEPTRE System Tape Usage
Internal Parameter Table

SCEPTRE System/360 Data Set Usage
Comparison of D,C, Results

ix/x

166
183
187
202



B D T ——

-

SECTION I
INTRODUCTION

1.1 SCEPTRE CAPABILITIES

SCEPTRE 1is a unified system of digital computer programs by which the
electrical engineer can communicate with the computer to determine the DC,
transient, or AC response of electronic circuits. SCEPTRE has been programmed
to include many significant and useful features. Briefly, these include:

1.

Stored Models - Any active element or interconnected group of ele-

ments that can be described as a combination of sources, passive
elements and mutual inductance may be stored on tape by the user
and called into use at any point in a network.

Automatic Initial Conditions -~ The user has the option of using the
DC portion of the program to determine the initial conditlons of a
network, The DC portion allows the user to optimize the initial
conditions against user-established criteria, to compute worst-case
DC solutions, or solutions with randomly chosen values of variables.
He may then use the transient section or the AC section in the same
run, or just accept the output of the initial condition section

for inspection. The DC mode can also compute the sensitivity of a
network to changes in user-selected variables. Any run may use the
initial conditions mode only, tHe transient mode only, the AC mode
only or may automatically combine initial conditions with transient
or with AC.

Time Domain Convolution - A capability has been added to help solve
problems involving interface= between "black boxes" presented as
impulse responses rather than network elements. This capability
allows the combination and simultaneous solution of subsys* .as
represented in different forms. It also allows SCEPTRE to handle
significantly larger networks by partitioning and reduction followed
by convolution,

Rerun - Multiple case rerun based on a single master run may be
carried out automatically. The user supplies only the changes that
apply from the master run for each repeated run.

Defined Parameters - A special section has been created to enable
the user to define quantities that may be output other than sources
or passive currents and voltages. The user may enter systems of
first-order differential equations that may or may not have anything
to do with a particular electrical network.

Qutput - In addition to the conventional output format, which allows
all sources and passive currents and voltages at each solution incre-
ment, the user may request as output any defined parameter from item
5. He may also select any element value, step size, and pass count,

2 1=



Time 1s not the only independent variable for these outputs;
the user may select others from a fairly large list,

7. Linearly Dependent Sources — Voltage and current sources that are
linearly dependent on resistor voltages and currents respectively,
can be accommodated without computational delay, This feature
permits the extensive use of the family of small signal transistor
equivalent circuits.

8. Subprogram Capability - The user who is familiar with computer pro-
gramming may write FORTRAN subroutines and insert them in otherwise
conventional SCEPTRE runs. This option permits handling special
situations, even though these should be rare.

9. Program Language - The program has been written entirely in FORTRAN IV

to facilitate the tack of adapting it to digital computers other
than the IBM 360,

10. Automatic Termination - Runs may be automatically terminated contin-
gent on the behavior of specified network quantities.

11. Flexibility - Non-conventional source dependencies and network topolo-
gles can be accommodated.

12. Save amd Continue Capability - Runs may be terminated and then sub-
sequently continued after examinacion.

13. Input Convenience - Provision has been made for a free-form format
for input data.

1.2 HANDBOOK COVERAGE

This volume describes the means of utilizing all of the many SCEPTRE
features. This coverage includes instructions for preparing the circuit and
input data and includes subsections on the stored model, rerun, continue, re-
output and subprogram features. There are examples of each type of analvsis
that SCEPTRE can provide, and sections containing information pertinent to
the use of SCEPTRE on the 7090/94 and S/360 computers. Back-up information
on some less-frequently used special options appears in the Appendices of
Volume I. References to these appendices are made in the body text at the
appropriate points.

1.3 INPUT DATA EXAMPLE

To give the uninitiated some idea of the input data required to accommo-
date a simple but practical problem, consider the electrical schematic of an
inverter circuit shown in figure 1. A SCEPTRE version of the circuilt appears
in figure 2 under the assumption that a transistor equivalent circuit named
2N914A has been stored at some previous time, The stored model also includes
a primary photocurrent generator. The sample listing given below will be
sufficient to compute the initial conditions that hold before the radiation
transient 18 applied, as well as the complete transient solution itself, up

-2 -



until 500 nanoseconds of real time. Both printed and plotted outputs of VRI1,
VR3, and VCX (a capacitor in the model) will be obtained, plus any other out-
puts that were requested in the stored models.

+10V [f_:%’

R3=1.5kQ @-

v @

= L o

R2 = 19kQ !
R2 ;Lr
Figure 1. Sample Circuit Figure 2. SCEPTRE Version

CIRCUIT DESCRIPTION

ELEMENTS

R1, 1-2 = 1

R2, 2-4 = 19

R3, 5-3 = 1.5

EL, 1-5 = 10

ET, 4-1 = 10

Tl, 2-1-3 = MODEL 2N914A (PERM)
OUTPUTS

VR3, VR1, VCXT1l, PLOT

RUN CONTROLS

STOP TIME = 500, RUN INITIAL CONDITIONS
END

The detailed rules will be given throughout this manual for generating
circuit descriptions such as the one above.



SECTION II

SCEPTRE USE

The DC, transient or AC solutions of large electrical networks are com-
puted on request when the circuit description language described herein is
used to convey all the necessary information to the SCEPTPE program. The user
is not required to write the network equations or to possess a knowledge of
computer programming, This Section describes the preparaticn of circuits and
the circuit description language recognized by SCEPTRE.

2.1 CIRCUIT PREPARATION

The first step taken in using the SCEPTRE program is to prepare an equiva-
lent circuit drawing of the circuit to be analyzed. The equivalant circuit
may consist of resistors, capacitors, inductors, mutual inductance, voltage
sources, and current sources, and/or stored models containing these elements.
All of these elements may be linear and/or nonlinear. Furthermore, most
equivalent circuits composed of these elements can be accommodated. This
allows the use of either standard or complex experimental equivalent circuits.,
The value, or behavior, of any equivalent circuit element may be defined by
a numerical constant, tabular list, or mathematical expression.

After the equivalent circuit has been drawn, each node is given an arbi-
trary alphanumerlc designation consisting of six characters or less. A node
is defined as thz point of common potential (voltage) at the junction created
by the connection of two or more network elements.

Next, each component or element in the circuit is given a unique name
consisting of not more than five alphanumeric characters, The first character
of each element name must be R, C, L, E, or J corresponding to the element
type; i.e., resistor, capacitor, inductor, voltage source or current source,
respectively, The letter M 1is used to designate mutual inductance in the
same way. The two exceptions to this are the circuit designation for a
stored model (3ee subsection 2.3.1) which has no specific rule for its first
character, but should be limited to a total of three alphanumeric characters,
and the Convolution model (Appendix F), the first character of which is a K.
It is normally very helpful to record on the equivalent circuit diagram the
names and nodes chosen. Current flow directions and source polarities should
also be indicated.

The circuit parameter values should be specified in a consistent set of
parameter units. Although any consistent set is acceptable, the system given
in table I is useful for .igh-speed transistorized circuits. If another sys-
tem is desired, the most effective choilse is units of voltage, current and
time that correspond to the magnitude of those that are expected in the
problems; then determine units of R, L, and C from the fundamental current-
voltage relationships. This choice is always possible in a practical circuit,
since the analyst should have some approximate idea of the range of variables.

=



TABLE 1

UNITS FOR HIGH-SPEED TRANSISTORIZED CIRCUITS

PARAMETER UNIT
Resistance Kilohms

| Capacitance Picofarads
Inductance Microhenries
Current Milliamperes
Voltage Volts
Frequency Gigahertz
Time Nanoseconds

In summary, the circuit preparation steps are:
- Draw an equivalent circuit comprising only resistors, capacitors,
inductors, and voltage and current sources.
- Assign a name or number to all nodes in the circuit,
- Give a name to each circuit element.

- Assume arbitrary current flow directions in each passive circuit
element.

- Indicate the direction of positive current flow in each voltage
and current source.

- Choose and record circuit values in a consistent set of parameter
units,

Figure 3 shows a circuit diagram prepared in the recommended manner.

CD RA (:} RI CD

® RB -jiuj
c M ®
= E2

]

El
Figure 3. Circuit in SCEPTRE Form
-5 -




2.2 PREPARING THE SCEPTRE INPUT DATA

The SCEPTRE circuit description languare is a structured free-format
language, the syntax of which is easy to learn and remember. The language
consists of descriptive statements constructec syntactically from user-
derived component names, parameter names, node names, and value specifications,
These are delimited by special characters such as comma, dash, parenthesis,
and equal sign, thereby allowing the program to interpret the statements pro-
perly. Thus, the statements themselves can be punched anywhere on the input
data card (columns 1-72) with any desired spacing. In general, several com-
plete statements can be punched on a card, separated only by a comma, The
rules for continuing ¢ statement from one card to another generally require
that the discontinuation be made immediately after delimiters, with the de~-
limiter appearing as the last non-blank character on the card.

2.2.1 HIADINGS AND SUBEADINGS

Networks are described in SCEPTRE language under the following major
headings and subheadings regardless of which mode of analysis is desired.

A. MODEL DESCRIPTION (INITIAL, PRINT)
MODEL NAME (PERM or TEMP) (NODE-NODE-.,..NODE)
(Comment or message cards, 1f any, up to 11 allowed)

1. ELEMENTS

2. DEFINED PARAMETERS
3. OUTPUTS

4, FUNCTIONS

5. INITIAL CONDITIONS

B. CIRCUIT DESCRIPTION
(Comment or message cards, if any, up to 11 allowed)

ELEMENTS

DEFINED PARAMETERS
OUTPUTS

INITIAL CONDITIONS
FUNCTIONS

RUN CONTROLS
SENSITIVITY

MONTE CARLO
WORST-CASE
OPTIMIZATION

OQWOO~NOWV &H WK -
. - . .

[

$

C. RERUN DESCRIPTION (N)
(Comment or message cards, if any, up to 11 allowed)

1. ELEMENTS

2. DEFINED PARAMETERS
3. INITIAL CONDITIONS
4. FUNCTIONS

5. RUN CONTROLS



D. CONTINUE
1. RUN CONTROLS

E. RE-OUTPUT

1. OUTPUTS (required)

2. RUN CONTROLS (optional } Si/3SERETLy

(In the IBM 790/94 version, no subheadings are permitted under this
heading.)

F. END

The MODEL DESCRIPTION heading is used when it is desired to store one or
more models. The MODEL name card, comment cards (optional), and any or all
of the five subheadings listed can be used for each model for either permanent
or temporary storage under the MODEL DESCRIPTION heading. One or more models
may be entered under one MODEL DESCRIPTION heading.

The CIRCUIT DESCRIPTION heading is always used when any network is pre-
sented for analysis. Any or all of the ten subheadings listed under the heading

may be used.

The RERUN DESCRIPTION heading is used whenever the rerun feature is ex-
ercised. All changes to the master network must appear under this card.
Any or all of the five subheadings listed under this heading may be used.

The CONTINUE heading is intended for use only when continued computation
is desired after a problem has been originally run. The only subheading per-
mitted under this heading is RUN CONTROLS. The only other heading that may
appear together with CONTINUE in a run is END,

The RE-QUTPUT heading 1is used whenever the user desires output from a
previously completed run without repeating that run. No subheadings are per-
mitted under this heading on the 7090/94. The only other heading that may
appear with RE-OUTPUT on the 7090/94 is END. On the S/360, the OUTPUT sub-
heading is required and the RUN CONTROLS subheading may be used (sbe sub-
section 2.6).

The END heading is used to terminate eveiy input data deck submitted
to SCEPTRE. This heading is the only one that must always be used without
subheadings.

The data supplied within each of the subheadings consists of descriptive
statements which are constructed as properly punctuated sequences of symbols,.
The group heading, subheading and subsequent statements may be punched on a
card with arbitrary spacing or location from columns 1 to 72. During a
single run the user cannot use all six major headings, although all ten sub-
headings under CIRCUIT DESCRIPTION could well be used.



Unique sequences of symbols and punctuation are used to convey informa-
tion in each of the subheadings. A definition of each of the symbols in the

subheadings follows:

- Element Name - Denotes the name given to each component (including
mcdel circuit designations) of a circuit (e.g., RA, LLX, E17). No
more than five alphanumeric characters may be used to name an element.
Model circuit designations are limited to no more than four alphanumeric

characters.

- Node - Denotes the designation assigned to each node of a circuit.
No more than six alphanumeric characters may be used to name a node.

- Number - A numerical constant that may be written as a signed quantity
in either integer or decimal form and with or without an exponent.
Up to 13 characters may be used to represent a number. For example,
numbers may be written in the following forms: 10, 10., 10.0, -.1,
-0,1, +1.4, 6.4E9, -74,3E-7, 7E+11, -176.6667ES.

- Constant - Same as Number, except a decimal point must be included in
the specification of the numerical constant.

- Value - Will be used to denote any of the following: Number, Defined
parameter, TABLE, EQUATION, EXPRESSION, or External Function,

- Special Value - Will be used to denote any of the following: Value,
Constant*Resistor Current, Constant*Resistor Voltage, Value*Current
Source, DIODE TABLE, or DIODE EQUATION (X1, X2).

- Variable - Denotes any of the following:

1. The voltage or current assoclated with any element as VR1l, VJ7,
IE4, ILM, etc.

Any source or source derivative as J17, DJ17, E4, DE4, etc.

Any defined parameters as P7, DP7, etc.

Any element value as R17, Ca, M12, etc.
Time as TIME.
Frequency as FREQ,.

~N O N W
. . . -

. Any interual parameter (see subsection 6.8).

- V Element Name or I Element Name - Denotes the element voltage or cur--
rent of ELEMENT NAME. For example, the voltage across capacitor CABl
would be referred to as VCABl, and the current through inductor LCHOK
would be referred to by ILCHOK.

- TABLE Name (Independent Variable) - Used when a variable circuit
quantity is given in tabular form. The table used must be given a
unique name prefixed by TABLE or simply T, and followed by a single
independent variable in parenthesis. The name may consist of up to
five alphanumeric characters. The independent variable may be any of
the quantities defined under VARIABLE, such as TABLE 1A (VCl). If an
independent variable, including the enclosing parenthesis is not sup-
plied, then TIME will automatically be chosen.
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- EQUATION Name (Argument List) - Used when a variable circuit quantity
is given in closed form. The equation must be given a name prefixed
by EQUATION or simply Q and followed by one or more arguments separated
by commas and enclosed in a parenthesis, The EQUATION name may consist
of up to five alphanumeric characters, The argument list may consist
of any VARIABLE, CONSTANT, and TABLE (and its independent variable).
For example, EQUATION 39 (VCX, J2, TIME, TABLE 2 (VC7)).

-~ EXPRESSION Name (Math Definition - This form is an alternative to
EQUATION entry that may be used to describe a variable quantity. It
is somewhat more complex than the EQUATION form, but it has the virtue
of needing no further description under FUNCTIONS. The expression
must be given a name prefixed by EXPRESSION or simply X and followed
by the mathematical definition. The EXPRESSION name may consist of
up to five alphanumeric characters. It 1is suggested that numerical
designations be used to avold any possible confusion with some in-
ternal parameters. For example, X14 (10, * SIN (.628 * TIME)).

Any equation for table must be defined more completely under FUNCTIONS. More
detail is given in subsections 2.2.2 and 2.2.6,

The input data deck describing a network is formed simply by punching
the heading card and the associated data sequence for each of the defined data
groups.

Remarks such as title, user name, and date may be supplied for output
identification pusposes by punching the desired remarks on cards following the
CIRCUIT DESCRIPTION card and preceding the first subheading card. The number
of comment cards must not exceed 11, and the entire remark will appear as the
title of the output listing and plots.

The sequence for each of the subheadings in terme of the symbols defined
previously are subsequently detailed.

2.2.2 ELEMENTS

This subsection covers the formats required for entering element data
into SCEPTRE. The general discussion pertaining to all elements is followed
by four subsections discussing special conditions which pertain to certain
element entries. These subsections cover mutual inductance (subsection
2.2.2.1), source derivatives (subsection 2.2.2.2), elements with bounds
(subsection 2.2.2.3), and AC (complex) sources (subsection 2.2.2.4).

All elements (resistances, rapacltances, inductances including mutual,
voltage and current sources, source derivatives and model circuit designations)
that are to be component parts of the network under analysis must be intro-
duced under this subineading. Entries allowed under the elements subheading
are summarized in table II. Although any combination of alphanumeric charac-
ters (maximum 4) can be used for iodel circuit designations, names unique
from other element names are recommended. Alphanumeric character lengths
are listed in table X, subsection 2.2.9. The general form for entries under
the ELEMENTS subheading is:




félement name, node-node = value

Each network element is defined by stating the element name, the nodes
between which the branch is connected, and the coironent value. The connec-
tion nodes are specified in a from-to order corresponding to the assumed
direction of current flow. The actual tabular values or analytical expres-
sions of elements that are implicitly defined as variables are speclfied in
subsection 2.2,6. More than one element may be described on a card 1if the
elements are separated by commas.

Some examples that illustrate proper entries under elements for the
constant valued elements of the network of figure 3 are:

[El, 1-2 = 20
[Ez, 1-6 = 20 B
= 2E1 :

rm, 1-4

Note that any of these constant elements may be entered with or without deci-
mal points, or by use of the E format. Note also that the proper reference
direction for voltage sources correspond to the direction of current or
positive charge movement within the voltage source.
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TABLE II: ENTRIES UNDER ELEMENTS

Value specification9

Name Nodes
R , (number
C F TABLE name (independent Variable)
L , | » node-node = ) value
E . 4 Defined Parameter
J . EQUATION name (Argument List)
J
EXPRESSION name (Mathematical
definition)
M 5 L name-Lname | External Function (Argument List)
(see subsection
See Notes 2.2.2.1)
1&2
Lineraly Dependent Sources
3 node-node = | constant*VR
’ node-node =| constant*IR
Primary Dependent Current Sources 3,4
J > node-node =| DIODE TABLE name
DIODE EQUATION (x1, x2)
Secondary Dependent Current Sources b >
J q node-node =| value*J(J is a primary dependent
current source)
Voltage and Current Source Derivations ’
(see subsection 2.2.2,2)
DE =| value
DJ =| value

= Il -




TABLE II: ENTRIES UNDER ELEMENTS (Continued)

Model Calls (see subsection 2,3)

Circuit

designation Nodes Model name

node-node = | MODEL (1NXXX(PERM)
name 5 node-node = | MODEL (2NXXX(TEMP)
node-node...node | = | MODEL XYZ(TEMP)

Elements with Bounds
(see subsection 2,2,2,3)

ncde-node = ‘ number (number,number)

E l number (number)

AC Sources
(see subsection 2.2,2.4)

E (entry,entry)
(entry, entry), DEGREES

J . node-node =|Y (entry, entry), RADIANS
(entry, entry), COMPLEX

where each entry is one of the
following: Constant
Defined Parameter
TABLE name
FREQ

Convolution Model Calls L0

Circuit Nodes Convolution Kernel

‘FCONVE (constant)
Kname | node-node =l rconva (constant)

SRS



TABLE II ENTRIES UNDER ELEMENTS (Contd.)

NOTES:

1.

10.

11.

All C,R,L and M entries will be treated as REAL*8 constants in the AC cal-
culations, Before making the AC calculations, SCEPTRE will evaluate any
entries which are given as functions. For example, a capacitor may be a
function of voltage and a resistor may be a function of time., SCEPTRE will
evaluate these functions at TIME=0, using supplied or calculated initial
conditions. The appropriate values so obtained will be used in the AC
calculations. Elements as a function of frequency are not permitted in AC
calculations.

All voltage and current sources which are given as constants (DC sources)
or as functions of TIME (Transient sources) will be given a value of zero
in AC calculations, and a WARNING message will be printed out whenever
the argument TIME is used.

In order to obtain an AC analysis around a circuit's DC operating points,
the user must either supply Initial Conditions (see paragraph 2.2.5), or
must enter RUN INITIAL CONDITIONS under tne RUN CONTROLS subheading of
CIRCUIT DESCRIPTION. 1If initial conditions are supplied, then SCEPTRE
determines all element values dependent on these DC voltages and currents.

Primary and secondary dependent current source specifications may be used
to repr. sent certain semiconductor junctions when requesting Initial Con-
ditions solutions.

By definition, this class of current source can appear only if the appro-
priate diode source has previously been included. The secondary source
must be specified only as a value times the primary source.

Although this entry is permitted in AC calculations, a time-source, and
hence its derivatives, are not meaningful. The source will be treated as
in Note 2 above and the derivatives ignored.

Model circuit designation names can be aay combination of no more than four
alphanumeric characters. Names unique from other element names are recom-
mended,

If the topology of the circuit dictates that a time derivative is required
for a transient analysis (e.g., capacitor and independent voltage source
loop, or inductor and independent current source cut set), then

the same is true tor an AC analysis. However, for AC no card entry is
required. A time derivative of an AC source means simply a multiplication
by jw . SCEPTRE will detect this situation and will automatically handle
it.

A complex defined parameter, W, cannot be used as a value specification.

Convolution models are either series combinations of voltage source and
resistor (FCONVE) or parallel combinations of current source and resistor
(FCONVJ). See Appendix F.

The constants in the Convolution Model Call are arbitrarily assigned inte-
gers identifying the impedance or admittance functions stored on Disk 12
as explained in Appendix F,

- 13 -
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Examples of variable element entries using EQUATION, TABLE or EXPRESSION
descriptions are as follows:

El, 1-2 = TABLE 3 (TIME)

E2, 1-6 = EQUATION 47 (VCl, TABLE 2 (ILO),36.)
JM, 1-4 = EQUATION 47 (VCl, P5, 15.)

RA, 3-4 = TABLE 5 (TIME)

LZ, 1-5 = EXPRESSION 7 (10. *ILZ + 20.)

The tabular entries for TABLE 3 and TABLE 5, as well as the analytical expres-
sion for EQUATION 47 must be entered under the FUNCTIONS subheading (subsec-
tion 2.2.6). A good general rule to follow throughout the program is that

all constants inslde parentheses must include decimal points. A more conven-
iant form that always may be used 1s to replace the word EQUATION by 1, the
word TABLE by T, and the word EXPRESSION by X.

El, 1-2 = T3(TIME)
M, 1-4 = Q47 (VC 1, P5, 15.)
LZ, 1-5 = 47 (10.*ILZ + 20.)

The second and third designations in the SPECIAL VALUE list are intended
to accommodate the class of linearly dependent sources that are encountered
in small signal transistor equivalent circuits (see subsection 3.3)., The
fourth designation was designed for the class of secondary dependent current
sources that always appear in the large signal Ebers-Moll transistor equivalent
circuit (see subsection 3.2). The capability of specially processing these
sources-has been built into the program and should always be entered directly
in the ELEMENTS section without parentheses. Examples of these appear in
this subsection.

The last two designations in the SPECIAL VALUE list are reserved for primary
dependent rurrent sources that represent diodes or transistor junctions. DIODE
EQUATION (X1, X2) would be used when any diode or transistor junction has been
entered, and the vser wishes to employ the conventional closed form represent-
ation (J=I5(e®VJ-1)). The value of X1 must correspond to Ig in the diode equa-
tion, and the value of X2 must correspond to 6, The program will automatically
use the voltage across that particular current generator as the independent
variable, and for that reason this voltage need not be specified. If for
example, a current generator that is named J18 and is connected between nodes
1 and ground is to be described by the conventional diode equation as 1 X 10-7
(e30VJ-1), the appropriate entry would be

(318, 1 - GND = DIODE EQUATION (1.E-7, 30.)

Mote that decimal points are required for the constants 1 and 30, No further
description is required under FUNCTIONS. The designation DIODE TABLE N is
used when any diode or transistor junction is to be represented in tabular
form. The independent variable will automatically be taken as the voltage
across the current generator. Therefore, the required entry is simply

rJ18, 10 - 3 = DIODE TABLE 1

The tabular entries for DIODE TABLE 1 must be entered under the FUNCTIONS
subheadings (subsection 2.2.6).
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Examples of typical component descriptions that appear in the ELEMENTS
group are shown below:

rn7, 4-5 = 11,5, E1, GND-1 = 6

(JA, 0-4 = ,98 * J18

(JK, 6-B = 50. * IRB

(mz, C-7 = .0005 * VRC !
JA 1s a secondary dependent current source.
JK and E12 are linearly dependent sources.

(Lx3, 9-3 = EQUATION 15X (ILX3,TIME) -

-

|T11. 2-3=7 = MODEL 2N7479AA

Reference to the FUNCTIONS section (Section 2.2.6) is never required
for a given entry when the expression format is used. The rules for the
mathematical definition become specialized only in the case when a table is
to be used as an argument. For example, if it is desired to enter capacitor
Cl as 10 + (80) (table 7), where table 7 is a function of VC1l, an appropriate
entry would be

cl, 7-8 = X314 (10. +80. * XTABLE (T7, VCl))

Note that in this special case the word TABLE is preceded by X and that both
the table name, in this case T7, and the independent variable of the table

VC1l, must be included in parentheses. Decimal points must always be given with
all constants used in an EXPRESSION. This same entry is given in equation
form in subsection 2,2.6.

2.2,2,1 Mutual Inductance

Mutual inductance is entered according to the general format:

{_Mname, Lname-Lname = value

If coupling exists between inductors L1 and L2, the appropriate entry
must include these elements in place of the node identification as

fux, L1-L2 = TABLE 1 (ILl)
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or

(MX, L1-L2 = 32.4

In addition, a physical limitation of the principle of mutual inductance must
be observed in order to have a physically realizable circuit. That is, since
coefficient of coupling, k, is always less than unity and by definition

M <1

k =JiT1i2

the user should be certain that M < VL1 L2. Stated in words, the mutual
inductance between any two inductors must be less than the square root of the
product of the self-inductances of the components between which the mutual
inductance exists. The sign of M is positive if in a given winding the in-
duced voltage of mutual inductance acts 1in the same direction as the induced
voltage of self-inductance. If the induced voltage of mutual inductance
opposes the induced voltage of self-inductance in a given winding, M is nega-
tive. The proper sign for M for the assumed current directions is illustrated
in figure 4,

o
e MUTUAL
g 12 INDUCTANCE SIGN
-_— L2
11 MI12 -
M13 +
L1 PY M23 -
> —
13
L3

Figure 4. Mutual Inductance Polarities

2.2.2.2 Source Derivatives

The time derisatives of sources must be supplied as input data when
certain network configurations are encountered. * These situations occur

* Except for AC Analysis. See Table II, note §.
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whenever a variable voltage source is connected in a loop containing only
capacitors and other voltage sources, and whenever a variable current source
is connected in a cut set containing only inductors and other current sources

(see figure 5),

(g

-4
]
.

(

W
l
I
@]
r

C
3
:f * -3 f- &

Ny

Capacitor-Voltage Source Loop Inductor-Current Source Cut Set

Figure 5. Configurations That Require Source Derivatives

If the sources in question are constant, the zero derivative will autumatically
be supplied and the user need not be concerned. If the user fails to supply

a source derivative when one is required, the run will be terminated with an
appropriate diagnostic message. The general form for a source derivative

entry is

rbEname value

ername value

where the name is that of the appropriate E or J source. An example would be

rbERIVATIVE E7 = TABLE 2

or more simply

(bE7 = TABLE 2

2,2,2,3 Elements with Bounds

Three of the DC options, Monte Carlo, Worst-Case, and Optimization
require additional information in the entries under ELEMENTS. For a Monte
Carlo calculation, it is necessary to specify parameters for distribution
of the variable elements, For Worst-Case and Optimization calculations, mini-
mum and maximum values of the independent variables must be specified. In

=N =
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all cases, the element information is provided by bounds added in parentheses
after the element values. Except as noted at the end of this paragraph,
bounds are provided by statements, under ELEMENTS, of the form

‘element name, none-node = number (number,number)

or

rgiement name, node-node = number(number)

The first form gives two numbers in parentheses. SCEPTRE reads the smaller
number as the lower bound and the larger as the upper bound. The second form
has one number in parentheses. In this form, SCEPTRE reads the number as the
percentage variation allowed in the nominal value of the elements. Examples
might be

(Rz, NZ-N5=12(11,13)

and

(m, N1-NB=6 (10)

The first example specifies the nominal value of R2 as 12, with lower and
upper bounds of 11 and 13, respectively. The second example specifies that
the value of Rl is 6+10%.

For Worst-(ase and Optimization, the lower and upper bounds are taken to
be the limiting values for the element. For these calculations, the nominal
value must lie within these limits.

For Monte Carlo calculations, the element distribution mean and standard
deviation are computed from the lower and upper bounds as:

_ upper bound + lower bound
mean = 5

standard deviatien = SEREE bound g lower bound

The exception, mentioned above, to the use of numbers exclusively in
specifying eiements with bounds is as follows: Examples with bounds may be
specified as values or diode equations if the values or diode equations are
expressed in terms of defined parameters with bounds under DEFINED PARAMETERS,
Subsection 2.2.3.2 describes the allowable format for defined parameters with
bounds. An example of an entry under ELEMENTS is

f R3, N12-N10=X3(P3+P4)
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2.2,2.4 AC Sources

Source voltages and currents for AC calculations are complex numbers
and, therefore, require both real and imaginary parts (or magnitude and
phase) for their definition. ‘ithe format for entering an AC source is:

{Ename, node-node = (entry, entry), type

for a voltage source and

rJname, node-node = (entry, entry), type

for a current source. The word entered for type identifies the meaning of
the two entries in the parentheses. Type may be either DEGREES, RADIANS or
COMPLEX. If DEGREES or RADIANS is entered, the first entry in parentheses

is the magnitude, in the polar coordinate expression of the voltage (or
current), aad the second entry is phase angle. If type is specified as
COMPLEX, the first entry in the parentheses is the real portion of the com-
plex expression in cartesian coordinates, and the second entry is the imagin-
ary portion. Type need not be specified. If it 1s not, the default value

is DEGREES.

An entry, as described above, may be any of the following: constant,
the problem frequency (denoted by FREQ), a TABLE name (where the independent
variables must be stated because the default value of the independent vari-
able ls TIME, and the AC calculation takes time as zero), or a real defined
parameter,

The maximum allowed number of independent AC sources is fifty. The
maximum number allowed for linearly dependent AC sources plus secondary
dependent AC current sources 1s also fifty.

The following are examples of AC source definitions:

rzl, N1-M3 = (12., 4.), COMPLEX

means that voltage source El, between nodes N1 and M3, is expressed in complex
form as 12+4j volts.

(n, N4-N7 = (TL(FREQ), P6), RADIANS

means that curren: J7, between nodes N4 and N7, is expressed in polar coor-

dinates, where the magnitude is a function of frequency to be obtained from

Table 1 and the phase angle, in radians, 18 as specified by P6 under DEFINED
PARAMETERS.
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2,2.3 DEFINED PARAMETERS

Any variable that can be described in terms of any network variable and/
or any Number may be defined,and this quantity may be used as an ELEMENT
value, an argument in an equation or table, or an output at each time step of
the problem, in the same manner as any conventional output. Examples of the
use of this feature are given in Section IV, More than one defined parameter
may be entered on a card if they are separated by commas.

2.2,3.1 Real Valued Defined Parameters

The input format for real-valued defined parameters requires that
the first letter be P followed by no more than five alphanumeric characters.
The general form for entries under DEFINED PARAMETER IS:

(Pname = value

Some possible combinations are:

(WR = EXPRESSION 69 (IE 3 * E3)

(pz = TABLE 1 (VC7) ’

(Px7 = EQUATION 2 (VC7, VR1)

For the special case in which the derivative of a quantity is supplied, the
first two letters must be DP followed by no more than four alphanumeric
characters, or in general

rDPxxxx = value

2.2.3.2 Real-Valued Defined Parameters with Bounds

Real -valued defined parameters with bounds may be used as indepen-
dent variables in DC calculations (under the MONTE CARLO, WORST-CASE or
OPTIMIZATION subheadings of CIRCUIT DESCRIPTION, see subsection 2.2,.8), When
independent variables are used in this manner, they must be specified with
bounds under DEFINED PARAMETERS. The format is:

(Pname = number (number, number)

or

(?name = number (number)
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The first form gives two numbers in parentheses. SCEPTRE reads the
smaller number as the lower bound and the larger as the upper bound. The
second form has one number in parentheses. In this form, SCEPTRE reads the
number as the percentage variation allowed in the nominal value of the inde-=
pendent variable,

For Worst-Case and Optimization calculations, the nominal value must not
lie outside of the region defined by the upper and lower bound.

2.2.3,3 Real-Valued Defined Parameter Total Differentials

The user must specify the closed form differentials for each defined
parameter that 1s used as a dependent variable in adjoint calculations
(Optimization, Sensitivity, and Worst—Case). The defined parameter must be
a function of one or more dependent variables and zero or more independent
variables. Valid dependent variables and independent variables for these
calculations may be found in table VII and table VIII. The user shcould enter
differentials of defined parameters under the DEFINED PARAMETERS subheading
of CIRCUIT DESCRIPTION.

For a defined parameter, Pname, the total differential is given by
GPname = list. "List" ie a sum of products of the form PX*DY, where PX is a
defined parameter representing the partial derivative of the dependent vari-
able with respect to an independent variable, and DY is the differential of
the independent variable.

I Example 1:

DEFINED PARAMETER :

EABC + X1 (IRL**2-+TLA%**2)
GPABC = PZ*DIRL+P3I*DILA
P2 = X2(2.*IRL)
P3 = X3(2.*ILA)

II Example 2:

DEFINED PARAMETERS

PEY = YA(VC1*#%24(TR1%*R1)%**2)
GPEX = PA*DVC1+P3*DIR1+P4*DR1
PA = X2(2."Cl)

P3 = X3(2.*IR1*R1%%*2)

PLo- X6(2,*R1I*IR1*%2)

)



2.2.3.4 Complex Valued Defined Papameters

Complex valued defined parameters are used to enable complex outputs
from the AC analysis portion of the program, Complex valued defined para-
meters are analogous in principle to the real valued defined parameters, de-
signated with a P, The appropriate prefix for the complex valued defined
parameter is W, followed by no more than five alphanumeric characters. Unlike
the real valued defined parameter, P, a complex valued defined parameter, W,
cannot be used to define elements; that is, it cannot appear in an equation,
expression, table or function.

The acceptable entries, under the heading DEFINED PARAMETERS, are

L]

(Qname real value defined parameter A

[Wname = TABLE name

(Wname

(see subsection 2.2.6.1 for the correct way to distinguish the real and com-
plex valued arguments.) Also

EQUATION name Y

[Wname = EXPRESSION name

(see subsection 2.2.6.1 for a list of the more general FORTRAN complex opera-
tional functions available.) Also

(Wname = external function

(It is the us-:'s responsibility, when writing FORTRAN programs, to insure
the correct declaration and usage of complex valued quantities.)

Alternatively, the format allowed for specifying AC sources can be used.
This format is

[Wname = (entry, entry), type

where the details are described in subsection 2.2.2.4.

2.2.4 OUTPUTS
2,2.4.1 Tabular Form

Any output must consist of some dependent variable which is a func-
tion of some independent variable . SCEPTRE outputs consist of printed
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tabular listings of requested dependent variables as functions of time and/ur
plots of the dependent variables ai functions of time or some other indepen-
dent variable. In SCEPTRE, the following general quantities may serve as
either dependent or independent vuriables:

- The voltage or current associated with any passive element as
VR1, IL6.

- The voltage or current associated with any source as El, IEl,
J2, vVJ2.

- Any element value as Cl7,

- Any transient state variable derivative as DC 4, DL13B.

- Any Defined Parameter as P12,

- Any Complex Valued Defined Parameter (Wname) in AC Calculations.

- Any Defined Parameter derivative as DP12 if the user has supplied one.
- Any internal parameter as defined in table XII.

All requested outputs in SCEPTRE will be supplied in printed tabular
form. The general format for requesting printed outputs is:

(Variable, variable, variable

and/or

(Qariable

(Variable

(Variable
Note that no output request card ever ends with a comma.

2.2.4.2 Plotted Form

In addition, the user has the option of requesting plotted outputs
for any or all quantities. If plotted outputs are desired, the word PLOT is
used as the last entry on each output request card for which plots are de-
sired. The general format is:

(Variable, variable, PLOT 1
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and/or

rvariable, PLOT o
rvariable, PLOT ?

Some typical output requests follow:
r VR3, IR3, VR2 o
(vns, vC29 L
-

r VRY, VCl, ESUP, PLOT

r 1C8 o

Note that more than one output can be requested on a single card. The third
card indicates that three quantities are required and that all three are to
be plotted as well as printed. The quantity, I1C8, (the current through
capacitor C8) would be output in printed form only. If the word PLOT is
used, no other dependent variables may follow it on that card.

All indicated variables in the above example will use time as the
independent variable., If a different independent variable is desired for the
plotted form, the following format must be used.

( ICl4, PLOT (VC14)

In this case, the current through capacitor Cl4 would be plotted as a function
of the voltage across it. The printed output would be IC1l4 as a function of

time.

Additional flexibility is available to permit the user to attach a dif-
ferent label to any output quantity except TIME, Consider that elements Cl
and R7 exist in a given network and that the voltage across both (VCl and VR7)
are of interest, If the user decides to rename them as VIN and VOUT, the
outputs may be requested as VCl (VIN), VR7 (VOUT), PLOT. All renames must be
limited to six alphanumeric characters and the first character may be any
alphanumeric character. The plot, rename, and choice of independent variable
options can be presented in terms of the general format as:

r&qty(ylabel),...., PLOT (xqty(xlabel))

If no rename is desired, the general format reduces to

r}qty,....., PLOT (xqty)

- 24 -



I1f, in addition, only time is desired as the independent variable, this can
be further reduced to

{9qty. w...., PLOT ,

And, if no plotted information is desired, the simplest form arises as

ryqty,.....

2.2.4.3 Composite Plots

A specialized plot format is available in which up to nine dependent
variables may be plotted against a common abscissa., The ordinate for each
dependent variable runs across the page and is separately scaled, an. unique
graphic characters are used to represent each quantity. Use of this feature
requires that all of the quantities which are to be plotted together may be
requested on the same card or sequence of €ards under OUTPUTS followed by a
specific plot name. For example,

rbUTPUTS '
(vc1, VC2, P13, PLOT B
rVRll, VCET1, JET6, 1E4, PLOT 1 1

In this case, quantities VCl, VC2 and P13 would be plotted singly, as
usual, Quantities VR1l, VCET1l, JET6, and IE4 would be plotted together,
since they have been requested together with a plot that has been '"named"
simply as 1. Any plot name may include up to six alphanumeric characters
and more than one name may be used to plot different combinations of quantities.

The composite plot feature also requires a PLOT INTERVAL entry under RUN
CONTROLS. While this is a RUN CONTROL entry, it is discussed here because it
relates only to composite plots, and its omission will cause the requested
plots to appear in their usual separate formats.

The physical length of any composite plot may be controlled. The
number of pages encompassed by the abscissa (independent variable) is deter-
mined by the problem duration (STOP TIME) and a user supplied entry called
PLOT INTERVAL. The former divided by the latter will determine the number
of lines required which will, in turn, determine the number of pages required.
For the system S/360, 66 lines will fill one page. Therefore, a problem
duration of 1000 and a PLOT INTERVAL of 5 will require 1000/5 = 200 lines, or
three pages, plus two lines on a fourth page (plus approximately three lines
per variable for identification and scaling information). The PLOT INTERVAL
entry always appears under RUN CONTROLS, and the format is simply:
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(PLOT INTERVAL = number

Only one PLOT INTERVAL will be recognized regardless of the number of compo-
site plots that cre requested. For additional discussion of composite
plots, see Appennix C.

2.2.4.4 Convolution Outputs

The above discussion about outputs also applies to transient runs
employing the Convolution option. One precaution is noted here. When the
user requests an element of a Convolution model as output, he must prefix
its name Kname (see table II) with a letter denoting the element desired.
The code is as follows:

E for the voltaé& source of an impedance kernel; e.g., EKname
J for the current source of an admittance kernel; e.g., JKname
R for the resistance value of a kernel; e.g., RKname

Additional prefixes: I and V, are required if the user is requesting currents
and voltages of these elements; e.g., IEKname, IRKname, VJKname, VRKname.
See subsection 4.6 for a discussion of Convolution kernels.

2,2.4.5 AC Outputs

The results of AC calculations can be obtained as outputs in either
tabular or plotted form. The general rules for output requests given in
subsections 2.2.4.1 and 2.2.4.2 apply equally to AC outputs, except that AC
outputs are not given as functions of time. All AC tabular outputs and all
but one type of ploc are given as functions of frequency. The Nyquist plot
gives the imaginary part of a complex function vs. the real part.

The standard forms of requests, under OUTPUTS,

(Variable, variable, variable

and/or

(variable L

(;;riable '

(Variable

will produce a tabular printout of magnitude vs. frequency, and phase in
degrees vs. frequency for each variable. This is the default entry. The word
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DEGREES is optional. If the output is desired in radians, the proper entry
is

variable, variable, RADIANS

The entry

(Variable, COMPLEX

produces a printout of the real part of each variable vs. frequency and the
imaginary part vs. frequency.

1f the work PLOT is added to the entry

(variable, COMPLEX, PLOT

a plot of the same data is also obtained, as described in subsection 2.2.4.2.

The Nyquist plot shows the imaginary part vs. the real part for each
variable. The proper entry for the Nyquist plot is

(variable, variable, NYQUIST, PLOT

In this entry only the word PLOT is optional. Both the plot and the
printout will appear if the word NYQUIST appears in the entry.

2.2.5 INITIAL CONDITIONS

The complete solution of the general transient analysis problem re-
quires that all independent initial conditions be supplied. The set of all
capacitor voltages and inductor currents that exist at the start ot the pro-
blem are sufficient for this purpose. These may be supplied by the user or
computed by the program.

2.2.5.1 Manual Initial Conditions

This section is usually superfluous if the run is being made in
either the initial conditions only, or the automatic initial conditions mode,
since the initial conditions will be computed by the program in these situa-
tions,

When initial conditions are supplied by the user, the format it

rﬁé’ = number, ., . « . s+, LL = number
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Initial capacitor voltages and inductor currents may be supplied by simply
listing the desired values., Any initial conditions not specified will be
taken as zero. If all initial conditions are zero, neither the heading card
nor the data are required. Care must be taken to establish the proper
polarities for initial conditions. Initial inductor currents are positive if
they flow in the same direction as the assumed current direction for the in-
ductor. Also, the initial capacitor voltages are positive when they are con-
sistent with the assumed voltage polarity for the capacitor.

The assumed current direction through inductor L5 of figure 6 is from
node 7 to node 8. If the initial inductor current is in this direction, it
is entered under the INITIAL CONDITIONS subheading as a positive quantity.
1f, however, the current flows in the other direction, it is preceded by a
negative sign. The same convention applies to the capacitor, where the as-
sumed positive sense of the voltage 1s associated with the tail of the refer-
ence arrow (node 4 in figure 6). If the actual initial voltage polarity
agrees with the arbitrarily chosen reference direction, that initial voltage
is entered as positive; if not, it is entered as negative. Proper statements
for the example of figure 6 are, under ELEMENTS:

(Ls, 7-8 = value 1

and either of the fellowing:

rCll, 4-5 = wvalue '
(&ll, 5-4 = - value X
4
7 L5 8 +
O———YY " o Cli

1,

Figure 6. Voltage Polarity and Current Direction
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2,2.5.,2 Automatic Initial Conditions

When the user requests that initial conditions be calculated by the
program (see subsection 2,2.7.8), he need supply no initial conditions him-
self., To shorten the initial condition calculation, however, he may supply
approximations of the voltages across diodes or transistor junctions. The
language must be

(VJ ===~ = nqnumber

The interative process will begin with any VJ ---- entries that are supplied.
One practical application of this type of input would be to bias the ON and
OFF sides of symmetric circuits such a flip-flops in the desired state. Ap-
proximate values could be supplied and the DC solution would then provide
the correct voltages for the desired state. The results of the DC solution
would then carry over to the beginning of the transient solution if one is
called for. Appendix A discusses special options in initial conditionms.

NOTE: If the user requests automatic initial conditions for a transient rum,
and also supplies initial conditions for capacitor voltages and in-
ductor currents per subsection 2.2.5.1, his supplied values can appear
as impulses at the start of the transient run. This situation can
lead to erroneous results. See Volume II, subsection 2.4.1,

2.2.6 FUNCTIONS

In this data group, each of the tables and equations referred to under
"ELEMENTS" and "DEFINED PARAMETERS" (subsections 2.2.2 and 2.2.3, respectively)
must be detined in detail. If no such references have been made, neither
the FUNCTIONS heading card nor data need be supplied. The equation defini-
tion sequence will be discussed first.

2,2.6.1 Equation Definition Sequence

Each unique equation (used to define the variation of an element or
defined parameter) is defined by giving the equation name, a dummy variable
list, and the mathematical definition. The general format is

EQUATION name (Dummy Variable List) = (Mathematical Defianition)

or

Q name (Dummy Variable List) = (Mathematical Definition)

The dummy variable list must contain the same number of entries as does
the argument list in the original equation reference. Each dummy variable
may contain up to six alphanumeric characters, the first of which must not be
a number or the letters I through N inclusive. For example, if an equation
bas been referenced under ELEMENTS as:
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{Lx3, 9-3 = EQUATION 15X (ILX3, TIME, VC1)

then this equation could be explicitly defined under FUNCTIONS as:

ﬁzQUATION 15X (A, B, C) = (Mathematical Definition)

or

(Q 15X (A, B, C) = (Mathematical Definition) A

The dummy variables in this case are A, B, C which replace ILX3, TIME and VCl,
respectively. The mathematical definition itself must be included in paren-
thesis and must be written in terms of A, B, C, along with any constants and
allowable subprogram functions that apply. It is important to mention that
there would be no need for the user to reserve quantities A, B, and C for
equation 15X alone. These dummy variables may be freely used in other equa-
tions to represent other circuit quantities,

As another example, consider the equation mentioned in subsection 2.2.2,
where it was desired to enter capacitor Cy as 10 + (80) (TABLE 7) where
TABLE 7 is a function of VC1. If, under ELEMENTS, the user enters C1, 7-8 =
EQUATION 2 (TABLE 7 (VCl)), then EQUATION 2 must be explicitly defined under
FUNCTIONS. An appropriate entry would be:

ri'ZQUATION 2 (A) = (10. + 80.*A)

At each solution pass, the ordinate value of TABLE 7 would replace the
dummy variable A and the computation 10. + 80.*A would be carried out. Note
that decimal points are required for the constants 10 and 80 because they
appear with an EQUATION designation.

Still another method can be used that 1is particularly efficient when
more than one equation of the same general form is used in a given run. Let
it be desired to enter C] as in the above paragraph, in addition to Cy as
5 + (120) (TABLE 4) where TABLE 4 is a function of VC2. Under ELEMENTS the
user may enter two cards as:

—7

(c1, 7-8 = EQUATION 2 (10., 80., TABLE 7 (VCl))

(cz, 6-1 = EQUATION 2 (5., 120., TABLE 4 (VC2))

and under FUNCTIONS Equation 2 1is explicitly described as

IEQUATION 2 (A, B, C) = (A+B*C)

- 130 -



At each solution step, C; 1s evaluated in the program by replacing dummy
variables A, B and C by 10., 80., and the ordinate value of TABLE 7, respec-
tively. C; is then evaluated by replacing A, B, and C by 5., 120., and the
ordinate value of TABLE 4, respectively. Note that two quantities of the
same mathematical form have been accommodated by one equation.

The mathematical definition may be any combination of the allowable opera-
tions, functions, or variables. The following mathematical operations and
corresponding symbols are included in SCEPTRE:

Operation Symbol
Exponentiation *k
Multiplication *
Division /
Addition +
Subtraction -

The order in which operations are performed is indicated by the order in
which the operators are listed. The use of parentheses, to denote clearly
the intended mathematical combination, is suggested to avoid ambiguity. For
example, X+Y*Z should be written as (X+Y)*Z if X+(Y*Z) is not intended.

Any function of real arguments that is available in the FORTRAN IV Sub-
program Library may be used in an EQUATION or EXPRESSION. A few of the most
widely used of these are listed below., In addition, the functions of complex
arguments listed in table III may be used.

TABLE III: FUNCTIONS OF REAL AND COMPLEX ARGUMENTS

Function Symbol
7090/94 S/360
Real Arguments Complex Arguments
(AC only)
Square root SQRT DSQRT ZSQRT
Sine SIN DSIN ZSIN
Cosine Cos DCOS 2C0S
Exponential EXP DEXP ZEXP
Arctangent ATAN DATAN -——
Absolute value ABS DABS DZABS
Natural logarithm ALOG DLOG ZL0G
Common logarithm ALOG10 DLOG10 ———
NOTE: Each symbol is followed by an argument in parenthesis. Trigonometric
L functions require the argument in radianms.
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The argument of any function may be any allowable mathematical defini-
tion. In addition, the user may supply subprogram functions that he has
written himself (see subsection 2.7). When these functions are referenced by
an EQUATION, all variables that appear as the arguments of operational func-
tions must be given in terms of dummy variables. Mathematical definitions are
not limited to 72 characters (one card) and may be continued on subsequent
cards, using as many as necessary.

Double precision entry names for FORTRAN subprogram functions must be
used. Thus, the first character for each entry name of any FORTRAN library
subprogram must be D, as DLOG or DSIN. Consult IBM System/360 FORTRAN IV
Library Subprograms, FORM C28-6596 for available functions. User written
FORTRAN subprogram functions must be typed double-precision,

For AC calculations, complex defined parameters (see subsection 2.2.3.4)
may be entered using equations, if desired. In this event, the argument
list may contain both real and complex valued terms. (The complex entries
are indicated by the prefix E, J, V, or I only, No argument of any equation
may use the prefix W.). Therefore, in order to correctly distinguish between
real and complex arguments internally, the letter Z has been reserved as the
prefix to indicate all complex valued dummy arguments.

For example: Under

( DEFINED PARAMETERS

(w = Q1 (3., VR2, P3, T1, IL3)

and VR2 and the IL3 would denote complex valued arguments.

Then, under

r FUNCTIONS N

rQl (A, Z1, B, C, 22) = (mathematical expression)

where the dummy arguments Z1 and Z2 are used in place of VR2 and IL3, respec-
tively.

2.2.,6.2 Tabular Definition Sequence

Every TABLE name that has been referenced under ELEMENTS or DEFINED
PARAMETERS must be explicitly defined under the FUNCTIONS subheading. The
general fonrat is

r'TABLE name, number, number, ..... number
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or

rbIODL TABLE name, number, number, .... number

Acceptable variations of this format are shown in the examples following
figure 7.

Note that the designations TABLE 1 and DIODE TABLE 1 refer to the same
table; therefore, these may not be used to name two different tables in any
run. The tabular data itself 1s represented by a series of numbers in pairs,
separated by commas, in which the number representing the independent vari-
able point comes first with the dependent variable point following.

Note that as figure 7 suggests, any number of point pairs can be supplied
per card. The data pair points must be supplied such that the independent
variable is in increasing algebraic order. No specific limit to the number
of point pairs that may constitute any table is defined. Only single value
functions are allowed. It is permissible to supply two consecutive indepen-
dent-variable values that are equal, but which have different dependent
variable values. This may be done to produce step functions as illustrated
in figure 7. When the table values are updated at each solution time step,
linear interpolation is used between the points supplied. For independent
variable values falling outside the range of values supplied in table,
linear extrapolation is performed to determine the correct table value and,
therefore, proper termination may be necessary. For example, in figure 7,
for any value of TIME in excess of 3, the dependent variable ERIN will be
assigned the value zero because of the use of the point pair 4, 0, When the
independent variable takes on a value exactly at a step point, the ordinate
used depends upon the direction from which the step was approached.

%
TABLE
ERIN 14 :
Value I !
I I
| I
| |
0 1 2 3 4

Time

Figure 7. TABLE ERIN Values as a Function of Time
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f‘rABLE ERIN g

or
r&ABLE ERIN .
r5, 0, 1, 1, 2, 1, 2, 1.5, 3, 1.5, E
(3, n, 4, 0 )
or

r%ERIN =0,0,1, 1, 2,1, 2, 1.5, 3, 1.5, 3,0, 4, 0 v

In situations where the same table will serve to define more than one
quantity, the user need only explicitly define the table once. A common
situation occurs when two current generators in the network are defined by
the same tabular data, differing only in the independent variable. In this
case the user may define hoth generators under ELEMENIS as?

TABLE 1 (VC1) )

[
[
[
{
N
[

TABLE 1 (VC2) .

<)

N

~
!

(o]
n

Under FUNCTIONS, the user would define TABLE 1 only once.
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2.2,7 RUN CONTROLS

This subsection contains all the cuxiliary information needed to con-
trol the run. The information does not directly affect the network. Most
of these quantities have automatic default entries that hold unless
specific entries are supplied by the user. The default entries are given in
table IV. All possible entries under the RUN CONTROLS subheading are given
in the following subsections. These entries may be made in any order, and
as many may be placed on a card as will fit, if they are separated by commas.

2,2.7.1 Run Limits

All transient runs must have a problem duration in the time units
consistent with those used to describe the circuit. The form is simply:

rs'rop TIME = number

Since the user will never know in advance the computer time required for the
solution of a given run, it may sometimes be desirable to enter a limit that
will automatically terminate the run if that limit is exceeded. The limit
in minutes may be entered as:

FJOMPUTER TIME LIMIT = number

The preset value for COMPUTER TIME LIMIT is set to 600 minutes. This state-
ment is active on IBM System/360 computers where a system clock is installed
and applies to total elapsed time. It should be noted that for operation
under OS/MVT the time used for the above statements is elapsed time as accumu-
lated on the system clock and not CPU utilization time.

Another type of limit is available that operates on the number of passes
made by the integration routine. In the absence of any instruction from the
user, the program imposes a limit of 20,000 passes. The user may change this
limit by entering:

rﬁAxIMUM INTEGRATION PASSES = number

2,2.7.2 Start Time

Most transient problems start at time equal to zero, and this entry
may be omitted. Otherwise, the appropriate entry is:

réTART TIME = number

2,2.7.3 Integration Routine

Four integration routines are available for use with $/360 SCEPTRE.
Three are explicit (XPO, TRAP and RUK) and one is implicit. (Implicit is not

- 35 -



TABLE IV. DEFAULT RUN CONTROL QUANTITIES IN SCEPTRE

Quantity

Default Information

STOP TIME

COMPUTER TIME LIMIT
MAXIMUM INTEGRATION PASSES
START TIME

INTEGRATION ROUTINE

MINIMUM STEP SIZE

MAXIMUM STEP SIZE

STARTING STEP SIZE

MINIMUM ABSOLUTE ERROR
MAXIMUM ABSOLUTE ERROR
MINIMUM RELATIVE ERROR

MAXIMUM RELATIVE ERROR

Mode of Analysis
NEWTON-RAPHSON PASS LIMIT
RELATIVE CONVERGENCE
ABSOLUTE CONVERGENCE
MAXIMUM PRINT POINTS
COMPUTER SAVE INTERVAL

VECTOR EQUATIONS

None

None (7090/94) 600 min (S/360)
20,000

0

XPO

1X 10_5 (STOP TIME) xpo, trap, ruk
1 x 10714 (STOP TIME) implicit

2 X 1072 (STOP TIME)

1X 10.3 (STOP TIME) xpo, trap, ruk

1 x 1078 (sTop TIME) implicit

XPO TRAP RUK IMPL.
.0001 .00005 .00005 .0001
0.005 .001 .005
.0002 .0005 .00005
0.005 .01 .005

Transient Only
100

0.001

0.0001

1000

15

100 (transient) 70 (DC)
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TABLE IV. DEFAULT RUN CONTROL QUANTITIES IN SCEPTRE (cont.)

Quantity Default Information
XPLOT DIMENSION 10
YPLOT DIMENSION 5
TYPE FREQUENCY RUN LINEAR
NUMBER FREQUENCY STEPS 10
COMPRESSION COUNT .3*%(Input Function Buffer)
RUN MONTE CARLO* 10
INITIAL RANDOM NUMBER 127263527
DISTRIBUTTION GAUSSTIAN
RUN OPTIMIZATION* 30
MINIMUM FU&CTION ESTIMATE 0
OPTIMIZATION CRITERION 10.-7
OPTIMIZATION RANDOM STEPS 0
RANDOM STEP SIZE CONTROL .2
INITIAL H MATRIX FACTOR 1.
RUN WORST CASE#* NOMINAL

Default value obtains when Run Control is entered without '"=number".

If the Run Control itself is omitted, the indicated calculation will
not occur.
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available on 7090/94.) The default option is XPO and, therefore, this
method 1is used unless one of the others is specifically requested, When one
of the others is desired, the format is

(INTEGRATION ROUTINE = TRAP -

or
(INTEGRATION ROUTINE = RUK '

or
= IMPLICIT '

(INTEGRATION ROUTINE

Certain additional operations are required when implicit integration is
usad. These are performed internally according to a prescribed default
mechanism, but the user may exercise control over the default, (See Volume II,
subsection 5.5.) Two possible statements are available.

rﬁsr: DIFFERENCED JACOBIAN

rﬁss SYMBOLIC JACOBIAN

Use of the Convolution routine requires that the RUK integration routine
be specified.

2,2,7.4 Minimum Step Size

Any transient run will automatically terminate whenever a time step
size is required that is smaller than the minimum step size. If this quan-
tity is not supplied, the program will automatically compute a minimum limit.
For explicit integration, this minimum limit is equal to 1 x 10-5 times the
problem duration (STOP TIME). For implicit integration, the multiplying
factor is 1 x 1014, 1f a specific minimum step size independent of the
problem duration is desired, the format is:

rMINIMUM STEP SIZE = number

For example if, in a run using explicit integration,

rs'rop TIME = 5000

is specified, the minimum size would automatically be 0.05. To change this
to 0.01, use
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ﬁmumm STEP SIZE = 0.01 —

2,2,7.5 Maximum Step Size

This quantity sets an upper limit to the time solution increment
that can be used to prevent a complete transient solution composed of few
solution points. If this quantity is not supplied, the program will auto-~
matically compute a maximum limit equal to 2 x 10-2 times the problem dura-
tion {(STOP TIME). If a specific maximum step size independent of the problem
duration 1, desired, the format is:

ﬁAxmuu STEP SIZE = number R

2.2,7.6 Starting Step Size

This quantity will be the size of the first time solution increment
that 1s taken. Subsequent increments are automatically chosen by the inte-
gration routine. If this quantity is not supplied, the program will auto-
matically compute a starting step equal to 1 x 10-3 for explicit, 1 x 10-8
for implicit, times the problem duration (STOP TIME). If a specific starting
step size independent of the problem duration is desired, the format is:

L

(STARTING STEP SIZE = number

2.2.7.7 Error Criteria

Unless otherwise specified, any of the three explicit integration
routines will operate with preset relative error criteria. If it is de-
sired to modify these criteria, the proper formats would be:

ﬁmumm ABSOLUTE ERROR = number !
rﬁAxIMUM ABSOLUTE ERROR = number !
rﬁmmum RELATIVE ERROR = number '

= number !

@IMUM RELATIVE ERROR

The only error criterion that pertains to implicit integration is Minimum
Absolute Error. The SCEPTRE integration routines are described in detail in
Volume II.

2.2.7.8 Mode of Analysis

SCEPTRE can compute DC, AC, or transient solutions only, or certain
combinations of these, The combinations are DC with AC and DC with transi-
ent. Runs combining AC with transient cannot be made. The default mode of
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analysis is the transient run; that /s, unless otherwise specified by the
user, only the transient solution will be computed. The transient solution
can be run with or without convolution (see Appendix F).

SCEPTRE offers five DC solution modes; Initial Conditions, Sensitivity,
Mcate Carlo, Worst-Case and Optimization. Any of the five may be used alone,
or as a source of initial conditions data for a Transient or AC run. Alter-
natively, the user may supply initial conditions data himself as entries
to a Transient or AC run without the help of the DC options. One of the DC
options, called Initial Conditions, takes part in all DC solutions. It may
be called separately, and if any other DC option is called, that option uses
two or more passes of the Initial Conditions calculation to produce its re-
sults. The Initial Conditions solution (and thus the other DC options) may
use either the Newton-Raphson or implicit method. Table V shows the entries,
under RUN CONTROLS, used for each mode of analysis.

If it is desired to run only DC solutions, the proper entry is:

[RUN INITIAL CONDITIONS ONLY !
plus the selected DC option, for which the entries are:

ﬁ(UN SENSITIVITY !
and/or

[RUN MONTE CARLO T
and/or

[ﬁUN WORST CASE 1
and/or

[RUN OPTIMIZATION —

(See subsection 2.2.7.13 for more detailed discussion of the Sensitivity,
Monte Carlo, Worst-Case and Optimization Run Controls.)

Any one or more of the above five entries will cause Initial Conditions
to be found by the Newton-Raphson method. If it is desired that the DC solu-
tions be run using the Implicit technique, include the extra ey try

——— e i emrmmes s e ey

IRUN IC VIA IMPLICIT

(¢.e Appendix & Fav v discussiem of che Tmplicit matood ad coapuning Infelal
Condizincs.:
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TABLE V. RUN CONTROLS FOR SPECIFYING MODE OF ANALYSIS

Mode of RUN CONTROL Notes RUN CONTROL Notes
Analysis Required Optional
Desired
DC ﬁwN INITIAL CONDITIONS ONLY (RUN IC VIA IMPLICIT 1
Solu-
ons RUN SENSITIVITY )
Only
@N MONTE CARLO !
} 2
rRUN WORST CASE s
rRUN OPTIMIZATION '
J
RUN INITIAL CONDITIONS .
DC Plus or one or more of the ﬁ{UN IC VIA IMPLICIT 1
Tran- following
P '\
SIS (RUN SENSTTIVITY
rRUN MONTE CARLO )
} 2
rRUN WORST CASE !
(RUN OPTIMIZATION J
DC same as above plus rRUN IC VIA IMPLICIT 1
Plus
AC (RUN AC !
Trans- fSTOP TIME = number ! 3
sient
Only
AC Only ﬁzUN AC !
Trane—- This combination is not
ient possible
Plus AC

Motes: 1) The entry ]UN IC VIA IMPLIZLT will cause all requested DC sotutions te
use ihe implicit methods. Tf this card is aot entered, all requested DC
solutjons will be by the Newton-Raphson method.

2) DC solutions are accomplished in the order shown in this table. See text.
3) Transient only is the default mode of analysis
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The user should note that the method he chooses, either Newton-Raphson or
Implicit, for finding Initial Conditions will be used in all DC solutions he
requests on the same run. Thus, the choice of the method for a particular
problem can have a sizeable effect on running time when several DC calculations
are involved. The user should thus exercise care in the selection of the
Initial Conditions method.

The user should also note that the DC runs are performed in the order
Sensitivity, Monte Carlo, Worst-Case and Optimization, regardless of the order
in which the cards are entered. Thus, if the user desires to use the results
of any particular DC computation as initial conditions for the transient or
AC solution to follow, he must not request any of the DC options which appear
after it in the above-mentioned order. For instance, if the user wishes to
use the results of a Monte Carlo solution as initial conditions for a transi-
ent (or AC) solution, he must not enter a RUN WORST CASE or RUN OPTIMIZATION
card, or these DC solutions will remove the Monte Carlo data from the voltages,
currents, and defined parameter tables.

If the entry

(RUN INITIAL CONDITIONS ONLY !

is omitted, a transient solution will follow the DC solutions. If the user
desires an AC analysis, with or without a DC analysis, the entry is:

riwn AC )

plus entries for any DC analyses desired.

Under normal computational circumstances, the initial conditions for any
rerun are either inserted by the user or computed by the DC portion of the
program (see subsections 2.4.1.4 and 2.4.2.3). There may be situations, how-
ever, in which it is desirable to have the results of master runs, either AC,
DC or transient, used as the starting values for one or more associated re-
runs.

If it is intended that all associated reruns use the final values of the
master run as initial conditions, the appropriate entry under RUN CONTROLS is:

r&c FOR RERUNS = MASTER RESULTS !

If it is intended that each rerun use the final result of the preceding
rerun in the sequence, the entry is:

rxc FOR RERUNS = PRECEDING RESULTS )

(See Appendix A for additional information.)

2.2,7.9 Convergence of the Newton-Raphson Routine

The Newton-Raphson iteration method should produce convergence and,
hence, d-c solutions in less than 30 passes for most networks. If convergence
is slow or does not occur, some realistic limit should be placed on the number
of passes that are made. Unless otherwise specified, a limit of 100 passes

- 49 -



o et O b - e

is built into SCEPTRE. To change this 1limit, the proper entry is:

rﬁEme-RAPHSON PASS LIMIT = number !
Convergence is considered to have occurred if

|Y(n) - Y(n-1)|< A * |Y(n) | + B,

where Y refers to the vector of initial condition state variables, n is the
number of completed passes, A is the relative criterion, and B is the absolute
criterion. The values A = 0,001, B = 0.0001 are built into SCEPTRE. The
user probably will not want to change these values, but if either quantity is
to be changed, the proper entries are:

rRELATIVE CONVERGENCE number

number

rABSOLUTE CONVERGENCE

2.2.7.10 Output Control

Some transient runs may require thousands of solution points,and it
is usually unnecessary to have every solution printed out. SCEPTRE is pro-
cessed to output a maximum of 1000 spaced points regardless of the number
of steps taken. The maximum number of printed output points may be changed
for any particular run by entering:

rMAXIMUM PRINT POINTS = number |

An additional means exists by which the number of solution points may be
precisely controlled and chosen more .selectively. The user supplies the de-
sired time interval and only those solution points that fall on or immediately
after integer multiples of the specified interval will be printed in this
series. The required entry isg

rPRINT INTERVAL = number L

This printed series will appear in addition to the normal printed output
format. If only this printed series is desired, the normal printed output
format may be suppressed by the entry:

rMAXIMUM PRINT POINTS = O '

(For additional discussion of print interval, see Appendix B.)

A discussion of the PLOT INTERVAL run control, used to control the length
of composite plots may be found in subsection 2.2.4.3.
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2,2.7.11 Automatic Termination of Transient Runs

The user mayv often desire to monitor certaln voltages or currents
in a network to determine their relation with some predetermined quantity.
If the relations are satisfied, there may be no further interest in continuing
the run., The run can be terminated at that point by the entry:

-

(TERMINATE IF (XXXXXX relational operation XXXXXX)

The X quantities refer to any variable or constant., The user frequently sup-
plies some element voltage or current for this purpose, The following rela-
tional operators may be used:

JLE. (less than or equal to)
.LT. (less than)

.GT. (greater than)

,GE. (greater than or equal to)
.EQ. (equal to)

.NE. (not equal to)

NOTE: Decimal points are required before and after an operator.

A typical entry would be!

rTERMINATE IF (VCC . GT. Q.)

which would automatically terminate that particular run whenever the voltage
across capacitor CC became positive.

The termination feature may be extended to cover AND/OR logical situations
by using the logical operators .AND. and .OR.. A legal entry could be:

[4TERMINATE IF ((vcC . GT. 0 .) .OR. (IL17 .GE. 7 .))

This would terminate the run if the voltage across capacitor CC became posi-
tive or the current through inductor L17 exceeded 7 units of curcrcent, The
other logical possibility would be simply

(TERMINATE IF ((V2C . GT . 0 .) AND. (IL17 . GE . 7 .))

All automatic Termination conditions must apply to all reruns that are asso-
ciated with a given master run (see Section 2.4.1.6). One variation is av:il-
able. If it is desired that all remaining reruns be cancelled if a termina-
tion condition is met, the word STOP is used instzad of IERMINATE. Then a
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typical entry would be:

(Eiop IF (VCC .GT. 0.) B

2.2.7.12 Computer Save Internal

Particularly long computer runs should be protected against complete
loss arising from impcoper termination caused by electrical malfunction,
operator error, etc. This is done by periodically recording the status of
the run on tape such that it can always be continued from the last saved
point if improper termination does occur. A 15-minute save interval is pre-
set in the program which ensures that no more than 15 minutes of computer
solution time can ever be lost in this way. The user may change the save
interval to any number of minutes of computer solution time by the entry:

rCOMPUTER SAVE INTERNAL = number

2.2.7.13 Run Controls for DC Options

This paragraph describes the Run Controls for the four special DC
options, Sensitivity, Monte Carlo, Worst-Case and Optimization. See sub-
section 2.2.7.8 for a discussion of the use of these options in combination
with each other, with the normal Initial Conditions calculations, and with
the Transient and AC calculations.

In addition to the Run Controls discussed below, use of the DC options
requires entries under the corresponding CIRCUIT DESCRIPTION subheadings
(SENSITIVITY, MONTE CARLO, WORST-CASE or OPTIMIZATION) listing the dependent
and independent variables to be used in the calculations. (See subsection
2.2.8.) Use of Monte Carlo, Worst-Case and Optimization also requires bounds
on entries under ELEMENTS and DEFINED PARAMETERS. (See subsections 2.2.2.3

and 2.2.3.2.)

Sensitivity calculation requests are made by the entry:

fﬁUN SENSITIVITY

There are no additional Run Controls for Sensitivity

The Monte Carlo calculation is initiated by use of either:

rRUN MONTE CARLO = number

(VD4

- r— o s s 1

,
“ RN MONTE CARLO

The nurker speciflad is the count of Monte Carlo iterations to be performed.
Iy i couit de unspecifiad, it 1s assumed to be 10.
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The distribution to be used for random variables in a Monte Carlo run is
selected by use of one of the controls:

ﬁISTRIBUTION = GAUSSIAN

or

/DISTRIBUTION = UNIFORM

If neither is specified, the Gaussian distribution is used. The initial ran-
dom number is specified by use of the control:

r INITIAL RANDOM NUMBER = number

The number used should be a nine-digit positive odd integer. If no initial
number is specified, a suitable number is provided by SCEPTRE. If it is im-
portant to have all reruns start with the same random number, the statement:

(1NITIAL RANDOM NUMBER = DEFAULT

may be used. If this entry is not used, SCEPTRE will select a different
initial random numter for each rerun.

Optional printed information from each Monte Carlo iteration is obtained
by inclusion of the statement:

(LIST MONTE CARLO DETAILS J

The Worst-Case calculations will be executed if one of the Run Controls:

ﬂwu WORST CASE = LOW
(RUN WORST CASE = NOMINAL -
= HIGH b

(RUN WORST CASE

1s provided. The word following the equal sign determines the set of values
to be left in the elements, voltages, currents and defined parameter tables

at the conclusion of the Worst-Case calculation, for use as initial conditions
in a subsequent transient calculation. LOW and HIGH refer, respectively, to
those table values whichk produce the smallest and largest value of the last
objective function requested in the list entered under the WORST CASE sub-
heading of CIRCUIT DESCRIPTION (see subsection 2.2.8).
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If the control:

rRUN WORST CASE

is used, the nominal values are restored to the tables at the conclusion of
the Worst-Case calculation.

The Optimization process will be run if the Run Control

rRUN OPTIMIZATION = integer !

appears, and if the appropriate entries are made under the OPTIMIZATION sub-
heading (see subsection 2.2.8). The integer which appears after the equal
sign indicates the maximum number of optimization iterations which will be
allowed for any objective function. If the number is omitted, thirty itera-
tions will be allowed.

Since Optimization can be a time-consuming process and may, in fact, fail
if the network has pathological behavior, additional Run Controls have been
provided to assist the user. If the card

rLIST OPTIMIZATION DETAILS

is used, auxiliary intermediate results will be provided to the user. If he
supplies the Run Control

[PUNCH OPTIMIZATION RESULTS

the most recently updated values of the approximate inverse Hessian matrix
(see Volume II, subsection 2.4.5), of the gradient vector and of other
parameters will be punched out. Thus, if the user wishes to limit the number
of Optimization iterations until he examines the progress of the process, he
can save the intermediate results for use in reinitializing at a later run.
To be utilized, these punched values, must be provided as data cards in the
SCEPTRE deck (see Section VII), and the card format

rTNITIAL H MATRIX FACTOR = 0 !

must be included among the Run Controls

If this Run Control is used with a non-zero number, no attempt will be
made to read previcusly punched values. Instead, the number will be used
to scale the initial approximation to the inverse Hessian. Careful use of any
pre-knowledge about the scale of the inverse matrix can improve optimization
performance. If this Run Control is not entered, the initial approximation
is the unit matrix.
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The tolerance within which the value of objective function should be
located is provided by the Run Control

(OPTIMIZATION CRITERION = number

If this card does not appear, the iteration will stop whenever the estimated
improvement will be less than 10~7. Note that in the presence of a broad,
shallow minimum, the objective function will be relatively insensitive to
the values of the independent variables. In this case, even a small objec-
tive function tolerance will permit the program a wide latitude in its
choice of final values of the independent variables.

Under some conditions, particularly with a shallow minimum as described
above, the algorithm may not locate a true minimum because the error criterion
permits it to stop at a '"neighboring" point in the space of the independent
variables. To protect against this possibility, two additional Run Controls
have been implemented. If the Run Control

erTIMIZATION RANDOM STEPS = integer ;

appears, displacements in random directions from the assumed minimum will be
made the indicated number of times, and the function re-minimized each time.
The smallest value resulting from the random motion and re-optimization should
be accepted as the true minimum. If the Run Control

rRANDOM STEP SIZE CONTROL = number 5

is used, the independent variable steps an amount estimated to increase the
value of the function by 0.5*% (number)**2 above its minimum at each random
displacement. If this Run Control is not used, the value 0.2 is used.

The formulation of the Davidon method requires that the objective func-
tion minimum value be positive. Since this is not always the case, provision
has been made within SCEPTRE to effectively maintain the objective function
positive by addition of a suitablec positive number. However, if the user
has some estimate of. the true minimum value, he may enter his own reference
value and thereby impdNgve the performance of the optimization. The correct

form of this Run Contrdx\iif

rMINIMUM FUNCTION

TIMATE = number

Note, however, that the value enNered will apply to all objective fonctiors
specified under the OPTIMIZATTON s\pheading.

2.2.7.14 Convolurion Run Controls

The inseriion of wne or more CAolution Model Os e i
(see Table I1) causes SCEPTRE to request ; Lutio !



*
transient run. Four Run Controls are used to regulate the Convolution option.

These Run Controls are in addition to those described above for the transient
run proper. Of the four Convolution Run Controls, two regulate the run and
define the storage required, and two are associated with the optional COMPAC
routine, which provides in-process smoothing of the calculated results, with
attendant saving of storage space.

The first two Run Controls allocate internal core storage for the two
functions associated with the Convolution process. These Run Controls are:

riMPULSE RESPONSE BUFFER = number

and

ﬁ?m‘ FUNCTION BUFFER = number :

where number, in the first instance, is the average number of storage points
required per impulse response function and, in the second, is the number of
points required to store each corresponding kernel's input function. (The
input functions are SCEPTRE-generated, and an equal number of storage spaces
must be set aside for each.) If the allocated storage space is exceeded,
the run will terminate.

The other two Convolution Run Controls are optional. They call and
control the internal compression routine. Without COMPAC, the user must
anticipate the number of steps the program might take,and then allocate
enough storage space via the INPUT FUNCTION BUFFER mechanism. This approach
obviously makes increasing demands on storage as either the number of convo-
lution kernels or the number of desired integration steps increases. The
COMPAC routine reduces the total core storage required by Convolution, by
compressing the SCEPTRE-generated data tables that are convolved internally
with the impulse response functions. The first of the Run Controls which in-
voke and regulate this compression routine is:

ﬁ:cm-xﬁiimn COUNT = integer :

where integer, which must be no greater than that set in by INPUT FUNCTION
BUFFER, is uced to indicate the number of successful integration steps taken

between succassive calls to COMPAC. The second entry is used in the internal
decision-making process to determine if intermediate points peed to be re-
tained. Thi= other COMPAC control is:
r(UJPRLbSIUN CRLTERION = conctant 3
* Use of Convoliution requires that the RUK integrsiicn itoutine pe specid
RUK is sot the dafault integration mode, (Sea auhszection 2 .27.7.3.)
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where constant *100 indicates the maximum percentage area which may be lost
due to omitting the middle point of any three consecutive data points. For
one pass through the algorithm, this is also the maximum total percentage
area lost due to leaving out all possible middle points. However, the
routine is repeatedly cycled through until no more points can be removed.

For each additional pass this COMPRESSION CRITERION is automatically tigltened
by a factor of four.

Because of this tightening and repetition process, the maximum possible
percentage loss, over a series of compressions can exceed the value set in by
the COMPRESSION CRITERION entry. For normal criteria (up to .05), however,
the maximum total loss on all passes could not exceed the criterion by more
that 25 percent (or from .05 to .0625, for example).

2.2,7.15 Run Controls for AC Analysis
AC Analysis 1is called by use of the Run Control

ribn AC -

Frequencies at which the analysis is to be carried out are specified in
one of two ways. If the response at a single frequency is desired, the
single entry under RUN CONTROLS

r?REQUENCY = number

is used. Number, in the above entry, is the desired single frequency. If,
however, the response is desired over a range of frequencies, the following
sequence of three entries is used:

rTNITIAL FREQUENCE = number '

r%INAL FREQUENCY = number

where number in each case denotes a frequency, and

r%UMBER FREQUENCY STEPS = number

Where number is the number of intervals desired (one less than the number of
calculations to be made). This entry may be omitted. The default value is
ten (eleven calculations).

I1f linear frequency spacing is desired, the control

LINEAR !

rTYPE FREQUENCY RUN

may be used. If logarithmic spacing is to be used, the proper control is:
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ﬁYPE FREQUENCY RUN = LOG

If neither of these two entries is supplied, the default value is linear.

If circult ELEMENTS (other than source values) are not varied in reruns,
computation time for the eigensolution portion of the analysis can be saved
by inclusion of the Run Control :

r USE FIXED AC MATRIX IN RERUNS

2,2,7,16 Additional Run Controls

There are seventeen additional Run Controls in SCEPTRE which are not
described in subsection 2.2.7. These Run Controls either have semi-diagnostic
roles or are best explained within the detailed discussion of functions they
control, Table VI lists these Run Controls and the paragraphs which describe

them.

2.2.8 DC OPTIONS

Subheadings under the CIRCUIT DESCRIPTION heading are provided for the
user to identify the variables he wishes treated in the Sensitivity, Monte
Carlo, Worst-Case and Optimization calculations. The input data consists of
the appropriate subheading:

r SENSITIVITY

rMONTE CARLO

r WORST-CASE

or

r OPTIMIZATION

followed by the appropriate parameters. Each set of parameters is enclosed
in parentheses. The objective functions or dependent variables are listed
first, followed by a slash and the list of independent variables. Individual
variables in the list are separated by commas, Each set must name at least
one dependent variable and at least one independent variable.* The form is:

ﬂdependent variable list / independent variable list)

* For Monte Carlo, Worst—Case and Optimization calculations, the independent
variables named here must be specified, with bounds, under the ELEMENTS
sub-headings of CIRCUIT DESCRIPTION (see subsection 2.2.2.3).
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TABLE VI.

ADDITIONAL RUN CONTROLS

Run Control

See Subsection

Remarks

PRINT A MATRIX
PRINT EIGENVALUES
PRINT EIGENVECTORS
LIST NODE MAP

X PLOT DIMENSION

Y PLOT DIMENSION
SOLUTION TIME LIMIT
NO ELEMENT SORT
PRINT B MATRIX
PUNCH PROGRAM
FULLST

PUNCH BINARY CARDS
WRITE SIMUL8 DATA
VECTOR EQUATIONS

WRITE DEBUG

EXECUTE SETUP PHASE ONLY

PLOT INTERVAL

2.8.5

2.8.5

2.8.5

2.8.4

2.2.4

AC Diagnostic

AC Diagnostic

AC Diagnostic

Network Diagnostic

Prints
Data

USL’ll
Dmian

st e

Prote

Internal

i pe, !

Tt

ulrs in

L O
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Allowable dependent variables are listed in table VII. Allowable independent
variables are listed in table VIII. The Sensitivity, Worst-Case and Optimiza-
tion solutions use Adjoint Calculations as discussed in Volume II. Adjoint
calculations give the partial derivatives of dependent variables with respect
to a list of independent variables. There is no specific limit on the total
number of dependent variables or independent variables. The limit is on

sets of variables., A set is a list of dependent variables, together with

its list of independent variables. The total number of all sets entered for
Sensitivity plus Worst-Case plus Optimization must not exceed one hundred.
Also, four times the total number of dependent variables plus the total number
of independent variables must not exceed four hundred. The total number of
Monte Carlo sets must not exceed forty. Four times the number of Monte Carlo
dependent variables plus the total number of Monte Carlo independent variables
must not exceed one hundred.

An example of valid Sensitivity input data cards is:

rﬁENSITIVITY

rTIL3, PX/JX,EY)

rkvnl, IRl, VCX/P1,El)

In this example the following partial derivatives would be calculated:

gIL3 , JIL3 , 6PX , 9PX , QVRl , QVR1l , QIR1 .| QIR1 ,
9JX OEY 0JX OQEY Jr1 OEl orl OEl

avex , avex
9Pl JE1

An example of Optimization input data is:

erTIMIZATION

r?rkl, P1/R1,P2,El)

((VCl/Jl,RZ) ,

In this example
IRl is optimized with respect to R1,P2,El
Pl is optimized with respect to R1,P2,El
VC1l is optimized with respect to J1,R2

An examplz input for Worst-Case calculation would take a form like those
above undar -t




TABLE VI1I. DEPENDENT VARIABLES IN DC CALCULATIONS

Name Description (see Table II)

VC Voltage across a capacitor

1E Current through an independent voltage source
J Value of a primary dependent current source
vJ Voltage across an independent current source
IL Current through an inductor

IR Current through a resistor

VR Voltage across a resistor

P Defined Parameter¥

* For a Sensitivity, Optimization, or Worst Case dependent variable
Pname, the differential GPname must also be supplied (see subsection
2.2.3.3).

TABLE VIII. INDEPENDENT VARIABLES* IN DC CALCULATIONS

Name Description (see Table II)
R Resistor

E Independent Voltage Source

J Independent Current Source

P Defined Parameter*

* A defined parameter independent variable can only be the factor in a
secondary dependent current source definition, e.g., Jp=Pname*J9.
See subsection 2.2.3.2 for the format of defined parameters with
bounds.
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2.2.9 PROGRAM LIMITS

The standard core memory capacity available on the IBM 7090/94 data
processing system is 32,000 words, which imposes certain program limits on
the capacity of the SCEPTRE program. Two factors that establish these
limitations are program storage and data storage.

The program storage requirements have priority over data storage and
must be satisfied first. The entire SCEPTRE program would require approxi-
mately 64,000 words of core storage, but this capacity is not necessary 1if
the overlay feature of the IBSYS monitor system is used, This feature breaks
up the program into several segments called '"links" which are executed
sequentially. Each segment overlays or occupies the portion of core storage
used by the preceding segment. Therefore, the amount of program storage
required is equal to the largest program segment.

The storage capacity that remains after the program storage requirements
are satisfied is available for data. 1In the SCEPTRE program, there are about
10,000 words of storage available for this purpose. Within this area, the
program data are limited by FORTRAN dimension statements which allocate
specific amounts of storage. Although these limits are usually considerec
fixed, they can be changed somewhat by a programmer. However, increasing
limits in this manner usually is accomplished by decreasing one or more of
the other program data limits. Also, any change which affects the total
amount of data storage will necessitate a change to the program storage, and
therefore, the program.

The main storage capacity on the IBM System/360 Dota Processing System
is facility dependent. It is recommended that the user consult with a system
programmer concerning the main storage available for problem programs. The
disseminated version of the System/360 SCEPTIRE is set up for OS/MVT operation
and requires a 224k byte region. The program data limits remain unchanged.

Table IX gives the program data limits which have been established in
the program as it is distributed. These limits are considered adequate for
most normal circuit analysis work. Approximate limits are also given for
the number of TABLE and EQUATION functions.

If only one-half of an input card is used to write the equation specifi-
cation, 160 equation functions could be used. Conversely, if each equation
specification took two full data cards, only 40 equations would be allowed.
Defining table functions involves a similar process, which considers the
number of x-y coordinates and the number of tables. Forty tables, each con-
taining 20 point pairs, or eight tables each containing 100 point pairs would

be allowed.

The limits shown in table IX are checked by SCEPTRE as the data is read
into storage. If any limits are exceeded a message stating the limit is
produced, and the computer run terminated.
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TABLE IX. PROGRAM DATA LIMITS

Description of data*

Maximum number

Heading Cards

Elements

Nodes

Source Derivatives

Defined Parameters, P

Defined Parameters, W

Defined Parameter Differential Equations
Mutual Inductances

Arguments in Equation Value Specification
Model Table Changes

Model Equation Changes

Model OQutput Suppressions

Output Requests

Supplied Initial Conditions

Equation Functions (1 equation per card)
Cards per Equation Function

Table Functions

Optional Termination Conditions

Models on Library Tape (Combined)
Characters in Model Name

Mod L Terminals (External Nodes)

Model Internal Nodes

Linearly Dependent AC Sources plus
Secondary Dependent AC Current Sources
Independent AC Voltage and Current Sources

Maximum Convolution Kernels

11
300
301

50
100

50
100

50

50

15

15

10
100
100

80 (approximately)

20

80 (approximately)

10
250

18

25
301

50

50
50

* See also subsection 2.2.8,
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The alphanumeric character limits are listed in table X. The circuit
designation used for models is always appended to any names used in a model
description and the combined total characters must not exceed the circuit
description limits. For example, element CB in a model designated as T15 in
the circuit description becomes CBT15,

TABLE X. MAXIMUM ALPHANUMERIC CHARACTER LENGTHS ALLOWED

Circuit description Model description
Item

maximum number maximuw numberl
Nodes Names 6 3
El ‘ment Names 5 2
Defined Parameter Names 6 3
Table Names 5 2
Equation Names 5 2
Model Names 18 18
Output Labels 6 3
Circuit Designation (for 1

calling models) 3 .

Note:
1. Recommended

2.2.10 VECTORIZED NOTATION

When large networks are encountered, SCEPTRE automatically reverts
to an internal renaming feature (VECTORIZED NOTATION) which effectively
enlarges the capacity of the FORTRAN Compiler. 'Large" networks, in
this case, refer to those containing 70 or more elements if a DC solution
is requested, or 100 or more elements if only a transient solution is to
be made. This feature will not affect the user operationally as long
as the input formats given in this manual are followed. Tt will, however,
cause SIMUL8 to be written in terms of the renamed quantities. A complete
listing of all circuit Elements and Defined Parameters along with their
corresponding internal names will be provided for every run in which
renaming occurs.
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2.3 STORED MODEL FEATURE

All active devices must be represented in SCEPTRE by combinations of
R, L, C, M, T, and J. Most users will find that repeated use is made of
certain models of active devices or of standard combinations of passive ele-
ments, such as filter sections, bilasing networks, etc. These situations can
always be handled by inserting the components one by one in a CIRCUIT DE-
SCRIPTION under ELEMENTS. A more convenient approach is to describe the
model or network once and store it for future use. The stored model feat:.re
1s not "free'; its use requires extra tape manipulation, and hence, more
computer time. However, the time saved in circuit preparation and the adduAd
flexibility will compensate for the extra time.

The stored model feature of SCEPTRE is especially flexible since the
user stores whatever models meet his specific needs. A model may be stored
permanently or temporatily., If it is stored permanently, the model may be
called out for insertion in a main network as often as desired per run and
for any number of runs. The user might desire to reserve this type of stor-
age for proven models that will see reasonably frequent service. Temporary
storage, on the other hand, stores a model for one run only (plus whatever
reruns may be made during that run). This type of storage will probably
prove most useful for experimental models or for models that are seldom used.

All stored models are transferred from storage to the main circuit
where they are used by reference to their external nodes or terminals. The
user must ensure that corresponding nodes in both the main circuit and the
stored model match in sequence. Internal nodes of any stored model are of
no particular significance and will be briefly r.entioned later.

The stored model feature is best illustrated by an example. Assume that
the stored transistor model in figure 8b is to be inserted into the main cir-
cuit in figure 8a. The stored model contains terminal nodes 1, 2, and 3
(which correspond to the base, emitter, and collector nodes of the transistor)
and internal nodes 7 and 12. The main circuit may also contain nodes 1, 2,

3, 7, or 12 without danger of ambiguity. Assuming that the model was orig-
inally stored with the node sequence 1, 2, and 3, the user could enter the
following under ELEMENTS of the main program:

(Tl, 14-21-23 = MODEL X476900 (PERM)

This will match nodes 14, 21, and 23 of the main circuit with nodes 1, 2,

and 3 of the stored model. The circuit designation of the stored model is

Tl and the name of this particular stored model is X476900. The stored

model is transferred from the tape into the main circuit and nodes 1, 2, and

3 of the model become nodes 14, 21, and 23 of the main circuit. Internal
nodes 7 and 12 become 7 Tl and 12 Tl in the main circuit, because all internal
nodes of stored models have appended to them the circuit designation of that
model. Since no node name may contain more than six alphanumeric characters
the user should use as few characters as possible for the circuit designation
names and internal nodes of any stored model.
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Figure 8. Example of the Stored Model Feature of SCEPTRE

2.3.1 TRANSISTOR MODEL INSERTION
Transistors deserve special mention because of the frequency with which
they occur in contemporary networks. The remainder of this section given

the rules by which the user may ctore models of his choice.

2.3.1.1 Permanent Storage

Any three-terminal transistor may be permanently stored on tape using
the following format after the MODEL DESCRIPTION card:

rMODEL name (PERM) (B-E-C)

The name may contain up to 18 alphanumeric characters and the B-E-C combina-
tion is used to correspond to the specific nodes connected to the base,
emitter, and collector terminals of the transistor. Following the MODEL
name would be subheadings ELEMENTS, DEFINED PARAMETERS, OUTPUTS, INITIAL
CONDITIONS, and FUNCTIONS as specified earlier in this report. The sub-
heading RUN CONTROLS will never appear in a stored model. For the special
case of the first model permanently stored on any individual tape, the first
card must be MODEL DESCRIPTION (INITIAL). The following example of the pro-
cedure tells how to permaneatly store the transistor of figure 8-a. The
appropriate entries could be as follows:

{MODEL DESCRIPTION (PRINT)

(MODEL 2N1734B (PERM) (B-E-C)
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rELEMENTS

be, B-E = EQUATION 1 (5., 80., TABLE 1 (VCE)) L

rbc, B-C = EQUATION 1 (10., 200., TABLE 2(VCC))

rﬁl, B-E = DIODE TABLE 1 -
rﬁA, E-B = .1 % J2 '
fﬁz, B-C = DIODE TABLE 2 '
rﬁs, C-B = .98 * J1 '
(bUTPUTS '
rVCE, vcC, J1, PLOT !
rFUNCTIONS '
DIODE TABLE L »

0,0. .3, 0, .65, .05, .7, «6, .72, 1.4, .73, 2, .74, 3.4, .8, 10, .82, 15

(DIODE TABLE 2 1
0,0, .58, 0, .62, .4, .64, 1, .66, 2, .67, 3, .69,7, .7, 12

(EQUATION 1 (A, B, C) = (A+B*C)

With the word PRINT on the MODEL DESCRIPTION card the program will
generate a printed listing of all models (including MODEL 2N1734B) stored
on the permanent library tape. The word PRINT is omitted if no listing is
desired. ' g

The B, E, C nomenclature used to name the base, emitter, and collector
nodes of the above transistor is not mandatory, but it is recommended as a
systematic and orderly procedure for storing transistor models. The designa-
tion VCE refers to the voltage across capacitor CE and has no connection with
the often used designation of collector to emitter voltage.

After this model is stored permanently, it may be called upon as often
as required. The user should use as few alphanumeric characters as possible
to represent individual elements in stored models because the program must
combine the element name with the circuit designation given under ELEMENTS
(but not with the model name). If the above stored model is used in a net-
work designated Tll, the program must refer to the base-emitter capacitance
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as CET1l. In this case, the maximum number of five alphanumeric characters
has been used for a given element. If either the circuit designation or the
element name contained more characters, the run wculd be aborted. This
consideration is independent of the model name,

2.3.1.2 Temporaryv Storage

Each model intended for temporary storage must be described element by
element under MODEL DESCRIPTION in the run in which it is to be used. The
words INITIAL and PRINT are never used on the MODEL DESCRIPTION card for
temporary storage. The rest of the entry format is the same as for permanent
storage except the word TEMP:

rﬁODEL name (TEMP)(node-node-node)

or

(MODEL name (node-node-node)

If neither TEMP or PERM is used the program will automatically assume
temporary storage.

After the model is stored, the circuit designation format in the main
program for temporary models differs slightly from the format used for per-
manent models. Where a permanently stored model is designated as:

(Tl, 7-8-9 = MODEL X476900 (PERM)

a temporarily stored model could be designated as:

(Tl, 7-8-9 = MODEL X476900 p

or

MODEL X476900 (TEMP)

(Tl, 7-8-9

2.3.2 N TERMINAL MODEL STORAGE

The storage of N terminal models differs from the storage of transistor
models only in the number of terminal nodes (program limit 25 nodes) that are
specified. Storage may be effected by an entry following the MODEL DESCRIP-
TION card as:

rMODEL name (PERM or TEMP) (node-node-....node)
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As many internal nodes as desired may be included within the program limit
of 301 nodes. The remainder of the information will be entered under the
appropriate subheadings. Regardless of the number of terminal nodes that
are supplied, the user must take care that these nodes are referenced in
the same sequence when called by the main program.

2.3.3 CHANGES TO A STORED MODEL

The user who frequently makes use of the stored model feature of
SCEPTRE will often encounter the situation in which the topology of his
stored model is satisfactory but the size of some of the model elements
must be changed. Changes can be effected easily for any individual run,
but no permanent changes to the stored model are possible. (The user
has the option of storing a second model which contains a different version
of the original). All changes must be indicated along with the statement
that locates the stored model in the main circuit. This will always be
under the main circuit ELEMENTS subbeading.

2.3.3.1 Changes in ELEMENTS or DEFINED PARAMETERS

Consider that a stored model has been called out as:

le, 7-8-12 = MODEL 2N1734B

In this case, the model will be inserted into the main circuit as it was
originally stored. If a change is desired in one or more internal elements
or defined parameters of the stored model, the proper entry could be.

le, 7-8-12 = MODEL 2N1734B (CHANGE CC = 50)

In this case, CC of the original model has been changed to 50 units of capa-
citance, regardless of its original form or size, All other elements in the
stored model would remain as originally stored.

Another practical situation could be reflected by the entry!

r%l, 7-8-12 = MODEL 2N1734B (CHANGE CC = TABLE 7 (VCCT1),

rﬁA = ,2 % J2T1, JE = DIODE TABLE 4)

In this case, CC of the original stored model has been changed to a tabular
function which must be represented (TABLE 7) under the FUNCTIONS subheading
of the main circuit. Also, JA has been changed to a different rathematical
definition and JE has been changed to another tabular function which must
appear under FUNCTIONS. The other elements of the stored model will remain
in their original forms.
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As a final example, assume that it is desired to change CC in a stored
model to a different equation. Thcu:

fil, 7-8-12 = MODEL 2N1734B (CHANGE CC = EQUATION 5 (VCCT1l, VCX))'

In this case, CC of the stored model has been changed to a closed form func-
tion which must be represented by EQUATION 5 under FUNCTIONS of the main
circuit description. All elements or element voltages or currents (within a
model) that are referenced on the right hand side of the changed expression
or in the main circuit description, must include the model designation as a
suffix (VCC Tl1l, J2T1). VCX is the voltage across a capacitor,CX, that is
not in a model, and therefore, uses no suffix.

2.3.3.2 Changes in OUTPUTS

The sample stored transistor model of subsection 2.3.1.1 called for the
output of three quantities (VCE, VCC, J1). Normally, any run that uses this
stored model will produce these three outputs without further instruction
from the user. If some other quantity in the stored model is desired as out-
put, e.g., J2, it must be requested under th¢ main circuit OUTPUTS subheading,
e.g., J2T5 if the circuit designation T5 were used to call the model under
the main circuit ELEMENTS subheading.

Output requests in the stored model may be inhibited as well. If any
quantity is not desired as output for a given run, e.g., Jl, (even though a
stored request for that quantity exists) that output may be inhibited in the
statement that locates the stored model in the main circuit. The proper
format is.

r&l, 7-8-12 = MODEL 2N1734B (PERM, SUPPRESS J1)

If it is desired to suppress more than one output, the format is:

[Tl, 7-8-12 = MODEL 2N1734B (PERM, SUPPRESS J1, VCE)

411 output associated with a stored model may be inhibited by entering:

[Tl, 7-8-12 = MODEL 2N1734B (PERM, SUPPRESS ALL)

The normal output routine will produce a listing of the entire circuit
without a detailed printout of any stored models. The proper language for a
detailed printout of any stored mddel is:

[Tl, 7-8-12 = 2N1734B (PERM, PRINT)
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2.3.3.3 Changes in FUNCTIONS

This subsection describes the manner in which data listed under FUNCTIONS
(i.e., tables and equations) in a stored model may be changed. A table in
a stored model may be changed by the entry:

le, 7-8-12 = MODEL 2N1741B (PERM, CHANGE TABLE 1 = TABLE 7)

which replaces TABLE 1 of the stored model with TABLE 7. TABLE 7 must be
supplied under FUNCTIONS of the main circuit. No correlation is required
between the number of point pairs contained in the original table and the
point pairs in the new table. It is never possible to directly change DIODE
TABLE X = DIODE TABLE Y. The same effect can be achieved by changing the
element as in subsection 2.3.3.1.

An equation in a stored model may be changed by the entry:

rfl, 7-8-12 = MODEL 2N1741B (PERM, CHANGE Q1 = Q2)

which replaces the original EQUATION 1 of the stored model with EQUATION 2.
EQUATION 2 must be supplied under FUNCTIONS of the main circuit. The only
special stipulation is that the same independent variables that held for the
original equation must also apply to the new equation. It is never possible
to directly chanze an equation in a stored model to a table, or a table in a
stored model to an equation, (CHANGE EQUATION 1 = TABLE 1) not allowed.
However, an element or a defined parameter in a stored model can be changed
to a constant, table, or equation (see subsection 2.3.3.1).

2.3.3.4 Multiple Changes

When several different types of changes are desired, the change state-
ments described in 2.3.3.1 through 2.3.3.3 are separated by commas. The
overall change statement is enclosed in one set of parentheses. For example:

T

rn, 7-8-12 = MODEL 2N1741B (PERM, CHANGE CC = 5).,

(CE = 30, SUPPIESS ALL, PRINT)

2.3.4 INITIAL CONDITIONS FOR A STORED MODEL

Users should not store initisi conditions with stored models, since that
would make the model circuit dependent. To supply a set of initial conditions
for a stored model, the user need only supply entries of the form:

r(IC2T6 = number !

for a circuit desienation of T6 for the stored model. These entries would be
made under the INITIAL CONDITIONS subheading of the main circuit.
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2.3.5 MODEL DELETION

An entire model may be removed from the user's permanent model library
tape. This can be done with an entry under MODEL DESCRIPTION of the follow-
ing form:

MODEL 2N367A (DELETE)

2.4 RERUN FEATURE

The rerun feature will permit the user to run multiple versions of a
master run which differ from the master in one or more ways. The user need
supply only the quantities that have been changed from the master run. An
unlimited number of reruns may be made from a single master run, but each
rerun will require approximately as much computer solution time as did the
master. Each individual rerun will utilize all information from the master
run except that which is specifically modified for that particular rerun.
Any intermediate reruns that may have been made will have no effect on a
subsequent rerun. Also see Appendix A, subsections A.2 and A.3 for special
uses of the rerun feature.

2.4.1 GENERAL USAGE

As indicated in the general sequence, the RERUN DESCRIPTION section
follows the RUN CONTROLS section of the main circuit description. The RERUN
DESCRIPTION card is followed by any of the five possible subheadings that
are listed. The format of the card is:

ﬁzERUN DESCRIPTION (N)

where N is the number of reruns desired. The (N) designation may be omitted
if just one rerun is desired. The user may not describe the values of more
than one variable on the same card anywhere in the RERUN DESCRIPTION section.

2.4.1.,1 ELEMENTS Under Rerun

The subheading ELEMENTS is used if any constant-valued element is to be
changed for any of the reruns. If two reruns are desired in which resistor
Rl is to assume constant values 9.3 and 9.5, then, under ELEMENTS,

rRl =9.3, 9.5

regardless of the constant value Rl had in the master run.

2,4.1.2 DEFINED PARAMETERS Under Rerun

This subheading is used if any constant defined parameter is to be
changed for any of the reruns. If a defined parameter PX was used as constant
in the master run, a legal entry for rerun under DEFINED PARAMETERS would be:¢
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fpx - 5.1, 6

2.4,1.3 Bounds on Elements and Defined Parameters in Reruns

Any elements or defined parameters which are unchanged under a RERUN
DESCRIPTION heading will retain any bounds previously given (subsections
2.2.2.3 and 2.2.3.2). However, if the user specified an element or defined
parameter value, he may at the same time change, delete or add bounds to the
element value whether or not bounds had been previously specified. For
example, under ELEMENTS for a RERUN DESCRIPTION with two reruns the user
might include

ﬁza = 4.6, 9 (8.0, 10.5)

Here, the first rerun value of R3 is 4.6 with no bounds given, regardless

of whether its preceeding value had bounds. However, in the second rerun
bounds of 8.0 and 10.5 will be placed on the nominal value of 9. The user

is cautioned, however, that the removal of bounds required for the DC options
(subsection 2.2.8) will result in an error.

4

2.4.1.4 INITIAL CONDITIONS Under Rerun

This subheading is used to rerun any number of transient runs that
start at different operating points. For two reruns, a sample form under
INITIAL CONDITIONS would be

ﬁ/01=1.5, 3 ;

{vcz =7, 2.5

(114 : . '

2.4,1.5 FUNCTIONS Under Rerun

'A
(=]
[
W

This subheading is used to change any part of a table that describes an
element or defined parameter of the original run. Changes in equations are
discussed in subsection 2.4.2.2. TIf TABLE 7 was used to describe an element
or group of elements in the master run, it may be modified under FUNCTIONS
in the rerun section as

{TABLE 7 = 0, 0, 0

]F 1, 3, 5 '
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These entries refiect the situation shown in figure 9. The independent
variable values of the original table (0, 1, 2, 4) are replaced by 0, 1, 3, 5
The original corresponding table values (0, 10, 27.1, 47)

are replaced by 0, 3, 4, 7 for the first rerun and 0, 5, 8, 4.9 for the

for both reruns.

second rerun.

Master run First run Second rerun
Independent Table Independent Table Independent Table
variable value variable value variable value
0 0 0 0 0 0
1 10 1 3 1 5
2 27.1 3 4 3 8
4 47 5 7 5 4.9
Figure 9. Tables In Rerun
If both reruns are intended to use tables in which the independent
variables differ form each other, another procedure must be used. Instead

of one RERUN DESCRIPTION card with N = 2, two such cards may be used (each
The sequence of subheadings could appear as

represents one rerun).

|’ RERUN DESCRIPTION

rFUNCTIONS

( RERUN DESCRIPTION

rFUNCTIONS

Each new table is given separately under one of the
The length of any table in a rerun must be equal to its counterpart in the

master run.

2.4.1.6 RUN CONTROLS Under Rerun

FUNCTIONS subheadings.

Any of the quantities except Automatic Termination messages that were
defined under the RUN CONTROLS of a master run may be changed in any rerun.
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The Automatic Termination messages of the master run apply to all reruns.
If three reruns are to be made in which the problem duration differs for

each rerun, an appropriate sequence would be

( RUN CONTROLS

o

rsrop TIME = 500, 600, 700

The problem durations of the three reruns would be 500, 600, and 700 units
of time regardless of the duration of the master run.

2,4,2 LIMITATIONS OF THE RERUN FEATURE

There are certain features of the master run which cannot be changed
in any of the corresponding reruns. These are in the areas of output,
element form, and operational mode.

2.4.2.1 Output

There can be no difference between the quantities that are output in
the master run and those that are outputs in any of the reruns. Therefcre,
no OUTPUTS subheading is allowed under RERUN.

2.4,2.2 Element Form

No change in element form is allowed between the master run and the
reruns. If an element originally appears as a constant, its rerun version
must also be a constant. An element originally appearing as a table, must
also be a table in the rerun version. The new table would be defined under
FUNCTIONS. An element originally appearing as an equation must also be an
equation in the rerun. The only parts of an equation that may be changed
are those that are defined under DEFINED PARAMETERS. To illustrate, consider
that the master run had an element

rjE, 1-8 = DIODE EQUATION (PX1, I'X2)

where PX1 and PX2 are defined under DEFINED PARAMETERS. A legal rerun would
be

rRERUN DESCRIPTION
(DEFINED PARAMETERS 1
= NUMBER !

rle
rpxz

NUMBER
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2.4.2.3 Rerun Mode of Analysis

A master run may consist of the combination of solutions discussed in
subsection 2.2.7.8. A general rule is that no rerun may contain more than
its master run did. If the master run was an AC or transient solution only,
all associated reruns must be the same. If the master run was initial con-
ditions only, all associated reruns must also be initial condition or other
DC solutions. Thus the Run Control

fRUN AC

is illegal on reruns if it was not used on the master run, and will terminate
the run if used. If the master run was an initial condition solution plus a
transient solution, there is some leeway. The user should determine whether
the changes in the network will affect the initial conditions. (Usually only
changes in resistors or batteries will have an effect.) If it is decided
that the initial conditions will not change, the initial condition run that
was made for the master will suffice for all reruns. 1In this case, no
special entry is made for the reruns. If, however, it is decided that a new
initial condition run is required for each rerun, the user must request this
with the entry under RUN CONTROLS under RERUN as

rkUN INITIAL CONDITIONS

The single entry will allow for recomputation of initial conditions for all
reruns in that group. The user may ask for new initial condition solutions
for each rerun even if the master initial conditions are valid. However,
this action is wasteful of computer time and should be avoided.

The following RUN CONTROLS are legal on a rerun only if INITIAL CONDITIONS
were calculated on the master run, otherwise, the run will terminate.

rEUN SENSITIVITY

r§UN MONTE CARLO

rkUN WORST CASE

(ﬁUN OPTIMIZATION

rhUN INITIAL CONDITIONS

rkUN INITTIAL CONDITIONS ONLY J

The following RUN CONTROLS are illegal on rerun but will not terminate
the run. SCEPTRE will merely ignore them and process whatever other requests
have been entered under RERUN DESCRIPTION.
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rﬁo ELEMENT SORT

{ PUNCH PROGRAM '

FULIST 1(7090/94 only)

(PUNCH BINARY CARDS '(7090/94 only)

rWRITE STMUL8 DATA !

[VECTOR EQUATIONS '

rWRITE DEBUG —

rPRINT B MATRIX 1

riIST NODE MA? t

[IC FOR RERUNS i
rUSE DIFFERENCED JACOBIAN -
rUSE SYMBCLIC JACOBIAN =
rEiECUTE SET UP PHASE ONLY o

[USE FIXED AC MATRIX IN RERUNS '

riMPULSE RESPONSE BUFFER !

INPUT FUNCTION BUFFER k

The following RUN CONTROLS are reset by the program prior to a rerun.
Therefore, if they were in the master run and are desired in the rerun, the
user must reenter them.

(RUN AC '

rRUN SENSITIVITY '
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(RUN MONTE CARLO

(RUN WORST CASE

rRUN OPTIMIZATION 1

(L[ST MONTE CARLO DETAILS )

rLIST OPTIMIze . .. ...TAILS J

(PUNCH OPTIMIZATION RESULTS '

(bPTIMIZATION RANDOM STEPS g

rPRINT A MATRIX

(?RINT EIGENVALUES i

rbRINT EIGENVECTORS J

(MINIMUM FUNCTION ESTIMATE

rINITIAL RANDOM NUMBER

If either of the following RUN CONTROLS

MASTER RESULTS

(Tc FOR RERUNS

or

PRECEDING RESULTS !

(ic FOR RERUNS

has been entered for the master run (see subsection 2.2.7.8), Initial Condi-
tions for reruns will be taken from the source indicated without another
request, In thils case, if

(RUN INITIAL CONDITIONS

rRUN INITIAL CONDITIONS ONLY

or
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ribN IC VIA IMPLICIT

1s entered under RERUN DESCRIPTION, the run will terminate. Any of the other
DC options may be requested, however.

2.4.2.4 Rerun with Stored Models

Many users will probably apply the rerun option to networks in which
stored models appear. If network changes leading to rerun occur in the body
of the stored model, a slightly different format is required. To illustrate,
assume that a model has been stored with the following card sequence:

MODEL DESCRIPTION

rMODEL XXXX (PERM) (1-7-8-9)

r%LEMENTs

rRl, 1-2
rEI, 2-3

[}
’—l

TABLE 1 (VCl)

rﬁl, 9-1 = 20 k
; :

(51; 8-7 = EQUATION 1 (VCL, P1) i
rﬁEFINED PARAMETERS !
r?i = 2.7 '
rbUTPUTS !
rVRl, vCl, ICl, PLOT !
rTNITIAL CONDIT IONS '
rﬁél = 10 !
r?UNCTIONs !

L

rﬁEBLE 1
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(-5, 1,0, 2,1, 5, 2, 10

[EQUATION 1 (A, B) = (3.%A + B)

Assume that this stored model is designated as T8 under CIRCUIT DESCRIP-
TION. To chang~ the constant element Rl under the rerun option, the entry
should be R!!3 - NUMBER. Note that the circuit designation for the model has
been appended to the element name. In the same way, changes to Pl and TABLE
1 may be effected by the entries PIT8 = NUMBER and TABLE 1 T8 = NUMBER, ... ,
NUMBER. All changes must be made under the appropriate subheading. For re-
run, changes may be made to EQUATION 1 of the stored model only by changing
the defined parameter which appears in the equation. Therefore, the user is
advised to use the DEFINED PARAMETERS section liberally if frequent recourse
is expected to both stored models and reruns.

2.5 CONTINUE FEATURE

The purpose of this feature is to allow the user to continue transient
runs that have been run previously and have been properly terminated. With-
out this feature, the user would be forced to begin the problem again. This
would waste comput..tion. Most continue runs will consist only of an extended
problem duraticn time, but the user has much more flexibility with the con-
tinue feature.

2.5.1 GENERAL USAGE

This feature is intended primarily to extend the time duratioa of tran-
sient runs. The only changes permitted under this heading are most of the
changes allowed under RUN CONTROLS. No changes are allowed to the network
under this heading, so the subheadings ELEMENTS, DEFINED PARAMETERS, OUTPUTS,
INITIAL CONDITIONS, and FUNCTIONS can never appear under CONTINUE.

The following representative sequence is appropriate for the case where
an original run is carried to its specified duration and the user subsequently
wishes to continue the run to a new duration of 2000 units of time.

rCONTINUE

rRUN CONTROLS

fsrop TIME = 2000

rEND Y

Other changes that ~re permissable under continued RUN CONTROLS are those
described in subsections 2.2.7.1, 2.2.7.3 through 2.2.7.7 and 2.2.7.10.

- 73 -



2.5.2 LIMITATIONS ON THE CONTINUE FEATURE

This feature is intended for transient runs only and has no control over
DC or AC computations (including Initial Condition computations). When the
original run contains a number of reruns, the continue option will apply only
to the last run that was processed, which will usually be the last rerun.

2.6 RE-OUTPUT FEATURE

The user may often desire additional copies of output from previous runs
without the necessity of repeating the runs. This can be done in SCEPTRE
through the use of the Re-output feature is the original run has been pre-
served on tape. In addition to repeating the original output, the Re-output
feature permits some degree of modification. Any quantity that was originally
outputted in printed form may be obtained in both printed and plotted form by
the use of this feature,.

If the printed output results of a previous run are desired without
modification, the appropriate entries are simply

rRE-OUTPUT

(7090/94
Original output requests (without the OUTPUTS subheading) } Only)

rEND U

If, in addition to the printed results, any of the same outputs are desired
in plotted form (regardless of how many were plotted in the original run),
approprilate entries would be

rﬁt—OUTPUT 1
(7090{94
New output requests (without the OUTPUTS subheading) } Only

rEND !

Re-output generally does not permit the printed output to exceed that
which appeared in the original run. The RE-OUTPUT heading cannot be used
in the same run with any other heading or subheading except END.

The RE-OUTPUT feature requires the subheading OUTPUTS which is followed,

by a list of the desired outputs as described {n subsection 2.2.4. This (5/360
list may contain any or all of the output requests from the original run. Only)
Any quantity output originally may be obtained in either printad and/or 3

plotted form using this feature. For example:

rﬁE-OUTPUT
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e e A i o . e e e

(OUTPU'I‘S !

(VRl, VR2 1
(/360

’ Only)

( VC1l0, PLOT

( END T
P

RE-OUTPUT also permits the subheading RUN CONTROLS. MAXIMUM PRINT POINTS
may be used under Run Controls. For example:

( RE-OUTPUT 1
( VR1, VR2 L

, | (5/360
(vc10, PLOT - only)

ﬂwN CONTROLS

{MAXIMUM PRINT POINTS = 2000

END '
r, J

On AC runs it is also possible to obtain a plot via the RE-OUTPUT
feature if it was not requested on the original run. As is the case for
other runs, a plot cannot be obtained of an output which was not printed on
the original run. In the AC case, this restriction extends to type of plot.
If the original run requested a print of magnitude and phase in degrees vs
frequency, a plot vs radians cannot be obtained. A Nyquist plot can be
obtained only if a complcx printout (with or without a Nyquist plot) had
been requested on the initial run.

2.7 SUBPROGRAM CAPABILITY

This feature is intended for the user with some experience in FORTRAN
programming and with an occasional need for special computation that is not
directly provided by SCEPTRE. Any subprogram may be written according to the
rules of FORTRAN IV Function Subprograms and retained on tape or cards until
it is needed.

As an example of a practical use of this feature, consider the problem
of creating a periodic train of pulses as shown in figure 10.

= 5 =
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VO - Initial Voltage
V1l - Peak Voltage
TO - Pulse Delay
TR - Total Rise Time
TD - Peak Duration Time
TF - Total Fall Time
TP - Period
d Z0 - Number of Complete Pulses
Z - Internal variable that is independent of the desired waveshape

Figure 10. Pulse Train

A voltage source (e.g., El) may generate a wave of this type. An ap-
propriate procedure would include under ELEMENTS,

(El, none-node = Fname (X,........, X, TIME) L

where the X quantities refer to constants or network variables and Fname
refers to the chosen subprogram name. The subprogram name must be unique
and begin with the letter F. It may not exceed six alphanumeric characters.

With specific reference to figure 10, the user could enter under ELEMENTS.

l’m, 1-2 = FGEN (0., 5., 20., 40., 100., 100., 300., 2., TIME)'
which references the following subprogram:

(7090/94
Only)

rFUNCT[ON FGEN (vO0, v1, TO, TR, 1D, TF, TP, 20, TIME) L

(DATA ZIBY !

{1 1F (z-70) 3, 3, 4
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st el yayl S

SR RIS b oy o caiiioonatid

R T L ATV TR

ﬁ IF (TIME.GE.(ZxTP+T0)) CO TO 2

ﬂ( = TIME-(Z-1.)*TP-TO J

(IF (TIME-TO) 4, 4, 5 !

(2z=z+1. .

(IF (z-20-1.) 1, 4, 4 '

ﬂFGEN = V0 1
ﬁ{ETURN |
FIF(X.LE.TR) GO TO 6 1

riF (X.GT.TR.AND.X.LE. (TR+TD))GO TO 7 '

rIF (X.GT.(TR+TD) .AND.X.LE. (TR#TD+TF)) GO TO 8 '

(IF (X.GT. (TR+TD+TF)) GO TO 4 L
re FGEN = VO + X*(V1-VO)/TR J
r RETURN ‘ L
ﬁ FGEN = V1 '
rRETURN I
['8 FGEN+V1-(X-TR-TD)*(V1-VO)/TF T
( RETURN 0

r END 1

The value of El will be computed in the function subprogram FGEN at each time
step of the transient problem. The user may change any of the parameters
given in figure 10 to create variations in waveshape. It is the users'
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responsibility to avoid format errors in the body of any included sub-
program since they will cause the entire run to be aborted.

Subprogram functions on S/360 must be typed double-precision. In the
above example, the function FGEN ( ) card would be replaced by:

rbOUBLF PRECISION FUNCTION FGEN (A,B,...,H)

Also, variables such as A,B, ..., H in the argument list for subprogram
functions must be typed double-precision. The appropriate entry may be

rREAL*s A,B,...,H

or

rEMPLICIT REAL*8 (A-H)

2,7.1 SUBPROGRAM INSERTION

Once the subprogram cards are generated, they are inserted i the second
half of the SCEPTRE Program Control Deck behind the $IBJOB card PGMC 1970
(see figure 72). Assuming that a source deck is to be submitted, the proper
sequence of cards would be

ri 8 16 R
féIBJOB ALTIO, NOFLOW J
réIBFTc FGEN. FULIST, DECK -

rfﬂNCTION FGEN (vO0, Vi, TO, TR, TD, TF, TP, Z0, TIME)

rEND v

This feature may be used more efficiently by inserting the subprogram in
compiled fcrm. The compiled deck is simply inserted behind the second
$IBJOB card, PGMC 1970, as illustrated in figure 74.

When S/360 subprogram cards are generated, they are inserted in the second
half of the SCEPTRE Program Control Deck behind the card identified as
PCGMCO310 in figure 81. 1If, instead, an object deck is available it is simply
inserted behind the card identified as PGMC0360.

This example was intended to build a general wave for input purposes.
The imaginative user will find uther applications in the course of practical
analysis which cannot be implemented through conventional input.
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2.7.2 SUBPROGRAM WITH MODELS

There is no difficulty in combining the subprogram feature with stored
models. The models may be stored (either permanently or temporarily) with
appropriate reference to the user's subprograms. To illustrate:

rMODEL DESCRIPTION —
(MODEL name (PERM) (1-6-4-A) X
rELEMENTS 1

(L2, 1-2 = FCOR (ILl, IL2, IL3, 25., 100.)
etc,

Here the user would ensure that the model includes elements L1, L2 and L3
because the currents through these elements have been used as arguments in
the subprogram. The subprogram itself should be supplied in either source
or object form as in subsection 2.7.1.

2.8 ADDITIONAL OUTPUT AND CONTROL

Some additional output and control is available to the interested user.
This information will probably not be desired for most rumns that are made
but can be useful in special situationms.

2.8.1 SIMULS ’ROGRAM DATA

Normally, the program outputs the results of initial conditions computa-
tions once after convergence has been achieved regardless of the number of
iterations required. However, all resistor and primary dependent current
source voltages may be output after each iteration of the DC program. In
addition, all the formatted data that is used by the FORTRAN program (SIMUL8)
written by SCEPTRE is available. This information may be obtained by the
request WRITE SIMUL8 DATA in the RUN CONTROLS section.

2,8,2 NO ELEMENT SORT

In the absence of any user direction, the program forms the network
tree by giving priority to the smaller elements within any passive element
type. Variable elements are considered to have zero value for this purpose.
If the instruction NO ELEMENT SORT is inserted in the RUN CONTROLS section,
tree priority is given within passive element types according to orders of
appearance under ELEMENTS. This instruction of course does not change the
basic element type preference order of E, C, R and L.
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2,8.3 MATRIX PRINTOUTS

The network B matrix, which gives the topological relation between all
network links and tree branches, is available in labeled and constructed form.
The required entry is BTFORM = 1 to obtain the matrix for the transient pro-
gram. The corresponding matrix for the DC program is called by BTFORM=2.

A card indicating the desired option must be placed immediately after the
SDATA card that normally precedes MODEL DESCRIPTION or CIRCUIT DESCRIPTION.

The network B matrix, which gives the topological relation between all
network link and tree branches, is available in labeled and constructed form.
To obtain the matrix for the transient program and/or DC program, the entry
PRINT B MATRIX must be placed in the RUN CONTROLS section of the SCEPTRE
input data.

2.8.4 NODAL LISTING

A printed listing of each network ncde and the elements incident at the
node can be generated with any run. (See Appendix D.) This listing is re-
quested by

TiIST NODE MAP

2.8.5 AC MATRIX OUTPUTS

Three Run Controls are provided to enable the interested user to obtain
additional outputs relative to an AC analysis. The appropriate card formats
and an indication of the outputted information are as follows:

FRINT A MATRIX '

This output depends on the particular case involved. See Volume II,
subsection 2.5 for an explanation of the four cases encountered.

For case (1) independent sources only, the output will be the system
Matrices A and G.

For case (2) independent sources and dependent sources, the output will
be the system Matrices A, G and H.

For case (3) independent sources requiring time derivatives, the output
will be the system Matrices A, G, and Q.

For case (4) independent sources requiring time derivatives and dependent
sources, the output will be the system Matrices A, G, li and Q.

rFRINT EJGENVALUES U
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This entry will result in a listing of the N complex valued eigenvalues
obtained in the analysis. Asc a check on the correctness of *the similarity
transformation, it will also cause a print-out of the results of the calcula-
tion AS-SA, where S is the complex-valued modal matrix and A is the diagonal
matrix composed of the complex system eigenvalues. If the transformation is
correct, the calculation gives the zero matrix.

ﬁ)RINT EIGENVECTORS

This entry will result in a listing of the S matrix and the inverse
of this matrix, s-1, As a check on the correctiness of the inversion it
will also provide the results of the calculation S*S—1-I. If the matrix
inversion is correctly obtained, this calculation gives the zero matrix.

2.9 ERROR DIAGNOSTICS

The free form input data format of SCEPTRE is intended to minimize for-
matting errors. Other types of errors such as those of omission, ambiguity,
inconsistency, and violation (of syntax, program limits, etc.) must be de-
tected and diagnosed and the user alerted. For this purpose, the program
possesses a comprehensive input data diagnostic capability. A listing of the
principal error messages in the input processor program are shown in figure
11. As the input data cards are read-in by the input porcessor, each card
is printed-out and then scanned for errors. If an error is found, an error
message stating the trouble is printed immediately following the detection
of the error. The severity of errors detected in this manner is also in-
dicated. There are three levels of severity:

Level 1: (warning only) errors of this type are not critical and will
be repaired by the input processor. The error scan is continued and
the analysis phase executed providing that errors of a higher level
are not detected elsewhere in the input data.

Level 2: (simulation deleted) errors of this type are critical aad
thus prohibit execution of the analysis phase. However, the error
scan is continued in order to detect, diagnose and alert the user of
any remaining errors in the input data.

Level 3: (execution terminated) this type of error will not permit the
proper execution of the input processor and, thence successful con-
tinuation of either the error scan or execution of the analysis phase.

Most input data errors fall into level 2 as illustrated by the following
example of an initial condition specification which shouvld contain an "I"
prefix designating the initial current through inductor L3:

INITIAL CONDITIONS

VvCl = 100

L> = 0.01

*%* Error Message 1 - level 2 - simulation deleted - ERRUR SCAN COUTINUES
INITIAL CONDITION LACKS A 'V' OR 'I' PREFIX
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I*

10

11

12

13

14

15

16

17

18

19

20

21

22

23

*

INITIAL CONDITION LACKS A 'V' OR 'I' PREFIX

EQUAL SIGN MISSING

VARIABLE NAME EXCEED CHARACTER LIMIT

REDUNDANT VOLTAGE OR CURRENT SPECIFICATION

NO VALUE SPECIFICATION FOLLOWS EQUALS

INCORRECT VALUE SPECIFICATION

MORE THAN 100 INITTAL CONDITIONS HAVE BEEN SPECIFIED
THE MAXIMUM OF 100 DEFINED PARAMETERS HAS BEEN EXCEEDED
DEFINED PARAMETER LACKS A 'D' or 'P' PREFIX

DEFINED PARAMETER DERIVATIVE CANNOT BE A CONSTANT
IMPROPER DELIMITER SEQUENCE FOUND IN NODE STRING

NODE DESIGNATION MISSING

LIMIT OF 25 MODEL NODES HAS BEEN EXCEEDED

NODE STRING IMPROPERLY TERMINATED

PRECEDING MODEL IS NOT IN THE MODEL LIBRARY

TABLE NAME OR INDEPENDENT VARIABLE EXCEEDS 6 CHARACTERS
TABLE VALUE OR ARGUMENT EXCEEDS VALUE LIMIT

TABLE INDEPENDENT VARIABLE IMPROPERLY SPECIFIED

RIGHT PAREN FOLLOWING TABLE INDEPENDENT VARIABLE MISSING
EQUATION ARGUMENT STRING MISSING

NO OUTPUT REQUESTS SUPPLIED, RE-OUTPUT HAS BEEN DELETED
INCORRECT DELIMITER OR INSUFFICIENT DATA ON CARD

THE LIMIT OF ONE HUNDRED OUTPUTS HAS BEEN EXCEEDED

Messages numbered 2 and 3 are not issued in the System/3¢€0 version.
Instead, the run will be aborted after message #1 is issued and the
system condition code set to terminate processing.

Figure 11. TInput Processor Lrror Messages
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25

26

27

28

29

30

31

33

34

35

36

37

38

39

40

41

42

43

44

45

46

47

48

49

MISSING COMMA SUPPLIED BY PROCESSOR

OUTPUT VARIABLE OR LABEL EXCEEDs SIX CHARACTERS

PLOT NAME OR LABEL IS MISSING

PRECEDING UNRECOGNIZABLE CARD IGNORED

THE MAX OF 100 DEFINED PARAMETER DERIVATIVES IS EXCELEDED
REDUNDANT DEFINED PARAMETER OR DEFINED PARAM DERIVATIVE
MAX OF TEN TERMINATE IF RUN CONTROLS HAS BEEN EXCEEDED
IMPROPER RUN CONTROL FORMAT

INCOMPLETE SPECIFICATION PRIOR TO GROUP OF MODE CARD
LEFT PAREN MISSING FOR TERMINATION CONTROL

EXTRANEOUS DELIMITER IGNORED

SECONDARY DEPENDENT SOURCE IMPROPERLY SPECIFIED

INVALID NUMBER OR INTEGRATION ROUTINE

UNRECOGNIZABLE DATA FOLLOWS MODEL DESCRIPTION

MODFL NAME MISSING

REDuwUDANT MODEL HAS BEEN SPECIFIED

THE MAXIMUM OF 11 HEADING CARDS HAS BEEN EXCEEDED

TABLE OR EQUATION SPECIFICATION EXPECTED

INCOMPLETE EQUATION OR UNEVEN TABLE PRIOR TO NEW FUNCTION
TABLE OR EQUATION IMPROPERLY SPECIFIED

TABLE OR EQUATION IS REDUNDANT

TABLE OR EQUATION NAME EXCEEDS SIX CHARACTERS

INVALID CONSTANT SPECIFIED

TABLE DATA EXCEEDS CAPACITIY OF THE INPUT PROCESSOR

THE MAXIMUM OF 300 ELEMENTS HAS BEEN EXCEEDED

THE MAXIMUM OF 50 MUTUAL INDUCTANCES HAS BEEN EXCEEDED

Figure 11. Input Processor Error Messages (cont'd)
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50

51

52

53

54

55

56

57

58

59

60

61

62

63

64

65

66

67

68

69

70

71

72

73

74

THE MAXIMUM OF 50 SOURCE DERIVATIVES HAS BEEN EXCE£DED
COMMA OR = STGN MISSING OR WRONG DERIVATIVE SPECIFIED
SOURCE ELEMENT MISSING FOR TABLE OR DIODE EQUATION
INCORRECT MODEL CARD - ELEMENT NAME INCOMPLETE

IMPROPER MODEL CHANGE SPECIFIED

INCONSISTENT MODEL CHANGE, EQUATION AND TABLE ARE EQUATED
LIMIT OF 15 TABLE OR EQUATION MODEL CHANGES EXCEEDED
INSUFFICIENT MODEL NODES SPECIFIED

MODEL NAME EXCEEDS EIGHTEEN CHARACTERS

MODEL CIRCUIT DESIGNATION EXCEEDS FOUR CHARACTERS

MODEL CHANGE VALUE IS VARIABLE

THE LIMIT OF TEN SUPPRESSED OUTPUTS HAS BEEN EXCEEDED
UNRECOGNIZABLE MODEL MODIFICATION DATA

MORE THAN 250 TEMFORARY OR PERMANENT MODELS SPECIFIED
AN EQUATION IS NOT A PERMISSABLE ARGUMENT

IMPROPER ARGUMENT FORMAT

EQUATION, ARGUMENT OR VALUE EXCEEDS 1200 CHARACTERS
MODEL NOT IN SPECIFIED LIBRARY, ALTERNATE LIB SCAN STARTS
MUTUAL INDUCTANCE REFERENCES NON-EXISTENT INDUCTOR
SOURCE DERIVATIVE REFERENCES NON-EXISTENT SOURCE
DEFINED PARAM DERIV. REFERENCES NON-EXISTENT DEF. PARAM,
A MODEL ELEMENT CANNOT BE A MODEL

ELEMENT, MUTUAL INDUCTANCE OR SOURCE DERIV IS REDUNDANT
MODEL TABLE OR EQ ATION CHANGE IS REDUNDANT

ELEMENT IMPROPERLY SPECIFIED

Figure 11. Input Processor Error Messages (cont'd)
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75

76

77

78

79

80

81

82

83

84

85

86

87

88

89

90

91

92

93

94

95

o
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REFERENCED TABLE, EQUATION, DEF PARAM OR ELEMENT MISSING
THE FOLLOWING OUTPUT REQUEST IS NOT VALID

NO OUTPUT REQUESTS HAVE BEEN SUPPLIED

IMPROPER EXPRESSTON FORMAT --COMPUTATION DELAYS MAY OCCUR
TNVALID SYNTAX

TABLE XXX FORMAT ALTERED TO TXXX

TIME SUPPLIED AS ARGUMENT IN XTABLE FUNCTION

THE MAX. OF 100 PARTIAL DFPRAM. DERIV. HAS BEEN EXCEEDED
PART. DFPRAM DERIV REFERENCES NON-EXISTENT DFPRAM DERIV.
INVALID OR MISSING DELIMITER IN A DC OPTION CARD

INVALID VARIABLE IN A DC OPTION CARD

MONTE CARLO DEFAULT, 10 PASSES SUPPLIED

OPTIMIZATION DEFAULI, 30 PASSES SUPPLIES

NOMINAL VALUE DOES NOT LIE BETWEEN BOUNDS

AC RUN REQUESTED WITH INITIAL CONDITIONS ONLY RUN
COMPLEX DEFINED PARAMETER GIVEN AS REAL CONSTANT

LIMIT OF 50 COMPLEX DEFINED PARAMETERS EXCLEDED

AC SOURCES PRESENT IN NON-AC RUN

SYMBOLIC JACOBIAN WITH ADJOINT RUN MAY LEAD TO ERROR
INVALID OR MISSING DELIMITER IN A DIFFERENTIAL DATA CARD

INVALID VARTABLE TN A DIFFERENTIAL DATA CARD

Figure 11. Input Prc.. .:u; Srror Messages (cont'd)
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The program generator portion of the program also contains a diagnostic

capability to inform the user of errors that can only be detected after the
network topology is analyzed. Such errors may or may not cause the execution
of the analvsis phase to be aborted as indicated by the error messages which
occur. A list of diagnostic messages that may originate in the program
generator follows.

AN TLLEGAL PROCESSING SEQUENCE HAS BEEN REQUESTED
PROGRAM CAPACITY HAS BEEN EXCFEDED--XXX LIST OVER FLOWED IN FILING XXX

'"WISPTP' HAS BEEN ASKED TO WRITE XXX SOURCE STATEMENT CARDS. THE LIMIT
IS XXX

THE IITLII ELEMENTS TO BE PROCESSED EXCEEDS THE LIMIT OF XXX.
XXX RESULTS IN A CURRENT SOURCE CUT SET.

XXX CAUSES J-C CUT SET PREVENTING I/C SOLUTION.

XXX RESULTS IN A VOLTAGE SOURCE LOOP.

XXX CAUSES E-L LOOP PREVENTING I/C SOLUTION.

THE ELEMENT XXX FROM XXX TO XXX IS SHORTED OUT OF THE CIRCUIT.
EXECUTION WILL BE TERMINATED AFTER COMPLETED ERROR SCAN.

WARNING ONLY -- THE XXX NODE OF XXX IS NOT CONNECTED TO ANY OTHER
ELEAENT IN THE CIRCUIT -- EXECUTION CONTINUES.

AN ERRONEOUS TREE BRAMCH EXISTS IN THE PATH OF XXX.
ERROR IN BCD CONVERSION OF XXX ENTRIES IS CLASS II
THE REFERENCE INDUCTOR XXX FOR XXX CANNOT BE FOUND IN THE ELEMENTS TABLE

PROGRAM ERROR IN 'WTEQTN'. ILLEGAL ARCYMENT TYPE CODE FOUND IN
DEPENDENCY TABLE.

THE VARTABLE XXX COULD NOT BE FOUND IN THE VALUE LIST BY 'WTEQTN' -
PROGRAM ERROR.

THE VARIABLE XXX IS DEPENDENT UPON ITSELF. THE RUN CANNOT BE CONTINUED.
THE DEPENDENCY TABLE HAS OVERFLOWED IN 'WTEQTN' - PROGRAM ERROR.
THE TFRM XXX WILL CAUSE A COMPUTATIONAL DELAY.

THE TERM XXX COULD NOT BE FOUND iN THE VALUE LIST BY 'EQFORM' - PROGRAM
ERROR.
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VALUE EXPRESSION FOR TYPE 6 IS NOT CODED YET. THE RUN CANNOT BE
CONTINUED.

THE VARIABLE XXX CANNOT BE FOUND IN EITHER THE LIST OF CIRCUIT ELEMENTS
OR DEFINED PARAMETERS BY 'COMPCK'.

THE FOLLOWING INVALID PREFIX HAS BEEN SUPPLIED TO 'CopYyDpP', 'X'

'COPYDP' IS BEING REQUESTED TO GENERATE THE FOLLOWING (INVALID)
RESISTOR DERIVATIVE TERM LN AN EQUATION XXX

THE FOLLOWING TERM WILL CAUSE THE DEPENDENCY TABLE TO OVERFLOW XXX

'SCANEQ' COULD NOT FIND THE TERM XXX IN THE ELEMENTS TABLE -- PROGRAM
ERROR

THE XXX ELEMENT COMPLETES A LOOP CONTAINING XXX WHICH WILL PROHIBIT
AN INITTAL CONDITIONS SOLUTION.

THE VARIABLE ELEMENT (XXX) COMPLETES A LOOP CONTAINING AN ELEMENT OF
THI: SAME TYPE WHICH PROHIBITS AN IC SOLUTION

CAPACITOR XXX REFERENCED IN TABLE OR EQUATION BUT NOT SUPPLIED
AS ELEMENT

ELEMENT XXX IS FUNCTION OF CAPACITOR XXX VOLTAGE FOR WHICH VOLTAGE
SUBSTITUTION CANNOT BE PERFORMED (INITIAL CONDITIONS)

RESISTOR OR INDUCTOR CURRENT SUPPLIED AS TABLE INDEPENDENT VARIABLE OR
EQUATION ARGUMENT FOR XXX TS NOT ALLOWED FOR INITIAL CONDITIONS PROBLEM

XXX UPON WHICH XXX IS DEPENDENT CANNOT BE FOUND IN THE CLASS 9 SECTION
OF THE ELEMENTS TABLE.

AN INTEGER-TO-BCD CONVERSION ERROR OCCURRED IN A DIMENSION STATEMENT
GENERATION

YXX WHICH XXX IS DEPENDENT UPON IS NOT IN THE CLASS 2 OR 5 SECTION
OF ELEMENTS--PROGRAM ERROR

THE VMUTUAL SUBROUTINE SUPPLIED XXX FOR TYPE OF MUTUAL TERM TO BE
ADDED TO V3P(N) or V6(N)--MUST BE IN RANGE OF 1 - 5,

THE DERIVATIVE OF THE VARIABLE SOURCE XXX HAS NOT BEEN SUPPLIED.
'GTCODE' CAN'T ENCODE THE ILLEGAL TERM XXX - PROGRAM ERROR.
NUMBER OF HEADING CARDS EXCEEDS MAXIMUM - THIS CARD IS IGNORED

SIMUL8 DATA GENERATION HAS BEEN DELETED FOR [HIS RERUN
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NO STOP TIME HAS BEEN SPECIYIED

ILLEGAL INITIAL CONDITION VARIABLE NAME - XXX

IMPROPER VALUE SPECIFICATION ON CARD PRIOR TO GROUP CARD

ILLEGAL VALUE SPECIFICATION

ILLEGAL TABLE SPECIFICATION

EXTRANEOUS X IGNORED

FOLLOWING VARIABLE NAME TRUNCATED TO SIX CHARACTERS XXX —-—---

INCORRECT DELIMITER FOLLOWS VARIABLE NAME XXXXXX AN = HAS BEEN SUPPLIED

INCORRECT DELIMITER FOLLOWS VARIABLE VALUE EEEEEEE. EEEEE X, HAS BEEN
SUPPLIED

ILLEGAL RUN CONTROL SPECIFICATION

RUN CONTROL DATA MISSING

INITIAL CONDITIONS WERPE NOT SPECIFIED FOR THE ORIGINAL RUN
EXTRANEOUS X IGNORED

INCORRECT DELIMITER FOR FOLLOWING RUN CONTROL SPECIFICATION - XXX-—---
AN EQUAL SIGN HAS BEEN SUPPLIED

INVALID NUMBER OR INTEGRATION ROUTINE SPECIFIED

NO ENTRIES IN RERUN DATA LIST

ILLEGAL VARIABLE NAME - XXX

ILLEGAL TABLE NAME SPECIFICATION - XXX

TABLE XXX - RERUN TABLE EXCEEDRS LENGTH OF ORIGINAL TABLE
ILLEGAL CONTINUE SPECTIFICATION

ILLEGAL RUN CONTROL SPECIFICATION

RUN CONTROL DATA MISSING

INCOMPLETE RUN CONTROL SPECIFICATION ON CARD PRIOR TO END CARD

ILLEGAL DEBUG CARD IGNORED
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THE NEWTON-RAPHSON PASS LIMIT HAS BEEN EXCEEDED WITHOUT ATTAINING
CONVERGENCE

MATRIX XXX IS SINGULAR
UNABLE TO LOCATE DEPENDENT PLOT VARIABLE FOR INDEPENDENT VARIABLE XXX
NO. PLOT PTS. HAVE EXCEFDED PLOT STORAGE BLOCK SIZE

DERIVATIVE XXX FNOUND IN THE TERMINATION CONDITION(S) IS NOT RESOLVED
THE LENGTH OF THE FIRST SOLUTION BUFFER IS ZERO.

MORE THAN 9 OUTPUTS WERE REQUESTED ON PLOT NUMBER XXX.
ONLY THE FIRST 9 REQUESTS WILL BE HONORED.

PLOT REQUEST XXX WAS NOT SPECIFIED AS AN OUTPUT IN THE ORIGINAL (CIRCUIT
DESCRIPTION) RUN FOR THIS SYSTEM.

MAXIMUM PLOT LENGTH (2000 LINES) HAS BEEN EXCEEDED.

A TRACE ON ONE OF THE PLOTS IS DISPLACED FROM ZERO BY MORE THAN 10%*%*6
TIMES ITS TOTAL RANGE. LOSS OF SIGNIFICANCE IS POSSIBLE IN THESE
RESULTS.

TABLE CONTAINING IMPLICIT INTEGRATION DATA HAS OVERFLOWED.
SIMULATION HAS BEEN DELETED.

TABLE CONTAINING SPARSE MATRIX DATA HAS OVERFLOWED,
SIMULATION HAS BEEN DELETED.

TABLES CONTAINING SPARSE MATRIX DATA HAVE OVERFLOWED.
PIVOTING OF THE MATRIX WILL BE DELETED.

If the analysis phase is aborted by any of the error messages indicated
above, the following messages will also appear.

IBFTC CARD WITH CORRECT DECK NAME NOT FOUND. This message is printed
following the Program Control Deck card labeled PGMC 1960.

LOADING HAS BEEN SUPPRESSED. This message is printed following PGMC 2300.
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SECTION III

FQUIVALENT CIRCUITS AND ASSOCIATED NOTATION

A prime objective in the development of SCEPTRE was to permit the users
as much freedom as possible in their choice of equivalent circuits. The re-
sult 1s that almost any combination of the allowable elements (R, C, L, M, E,
or J) may be used to represent any active device. This is true whether the
user relies on the stored model feature or elects to enter each component of
the equivalent circuit individually under ELEMENTS. A complete discussion
of equivalent circuits is beyond the scope of this manual, but a few pertinent
points that will be given in this section may prove useful to the user.

3.1 DIODES

A general diode model is shown in figure 12 in which C represents the sum
of the junction and diffusion capacitances of the diode, the RB and RS refer
to the bulk and shunt resistances of the diode, respectively. The heart of
the model 1is the perfect diode, the current of which is given by the diode
equation, which, in turn, is dependent upon the dioue junction voltage, VJ.

. The perfect diode itself is just a voltage dependent current generator, and
| it is entered in SCEPTRE as such. The general diode model is replaced by a
form suitable for SCEPTRE as shown in figure 13.

RS
C
j —s—s
RB
o $—AWW——0
_—
1D -1s(e V)
- V]—

VD

Figure 12. General Diode Model

—a@
RB
0 ) ®

Figure 13. SCEPTRE Diode Representation
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The only difference is that a current generator with the arbitrary desig-
nation JD replaces the perfect diode. JD would be indicated under ELEMENTS
with a diode equation designation. This closed form representation of the
general diode requires that the user possess accurate values of IS and @ for
use 1n the descriptive equation. The sequence of cards that could be used
to describe the circuit of figure 13 under elements is -

/ |
Cc, 1-2 = 20

|
ﬁ{S, 1-2 2000

/
RB, 2-3 = .05

r D, 1-2 DIODE EQUATION (1.E-7, 35.) o

The description for current generator JD is based on the explanation given for
current generator J18 in subsection 2.2.2.

An alternate procedure (figure 14) would be to obtain the terminal charac-
teristics of the diode by measuring the diode current as a function of the
voltage across it. The current generator could then be described in tabular
form, which would include the effect of RB (see figure 14). Either represen-
tation would permit the user to omit the shunt resistance RS. The equivalent
shunt capacitance is quite another matter. There is nothing to prevent the
user from representing the diode as a current generator without the shunt
capacitance; in fact, some low frequency applications would tempt the user
to do just this. The difficulty with this practice is that the current gen- 4
erator 1is voltage dependent and the voltage in question must be across some ]
element. If the current generator is dependent on a capacitor voltage, the
current source will be updated at the start of each solution step based on
known internal state variables. If, however, the equivalent capacitor is
removed and dependence 1s placed on the voltage across the current source
itself. or some shunt resistor, the current source may be updated based on
the information from the previous solution increment. A "computational delay"
will have been created and significant errors can result. For this reason,
the user is cautioned against removing the shunt capacity associated with
diodes for all transient applications. This consideration does not hold for
the 1Initial conditions program.

Aol etk

RS
C,
]

——

&
o/
JD

Figure l4. Alternate SCEPTRE Diode Representation
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When the diode model (figure 13 or 14)is used, the user will find it
more convenlent to assume the reference direction for the capacitor in the
same direction as the current source. The reason for this is that a positive
capacitor voltage will correspond to a forward bias on the diode. Post-run
solution interpretation usually is simpler in this case. This conventio